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     SAFETY REVIEW ITEMS                                                                                                            



                                                                                                                                    



A. ADMINISTRATION                                   (3DKA1A0)                                                                       

                                                                                                                                    

   1. ABANDONSHIP BILL                                                                                                              

                                                                                                                                    

  (A1A0) DOES THE ABANDONSHIP BILL LIST METHODS OF RELEASING LIFEBOATS?      2C                                                   

         REF: OPNAVINST 3120.32B ART 640.1.5.B(6)                                                                                   

*************************************************************************************                                               

  (A1B0) ARE CAPACITIES AND LOCATIONS OF DESIGNATED LIFEBOATS LISTED?        3C                                                   

         REF: OPNAVINST 3120.32B ART 640.1.5.B(6)                                                                                   

              NWP 62�1 ART 1.2.8.2                                                                                                  

*************************************************************************************                                               

  (A1C0) DOES THE BILL LIST ABANDONSHIP STATIONS?                            3C                                                   

         REF: OPNAVINST 3120.32B ART 640.1.5.B(6)                                                                                   

              NWP 62�1 ART 1.2.8.2                                                                                                  

*************************************************************************************                                               

                                                                                                                                    

   2. BOAT BILL                                                                                                                     

                                                                                                                                    

  (A2A0) ARE PROVISIONS IN EFFECT FOR INSPECTING THE WIRE ROPE FOR           2C                                                     

         PROPER SPOOLING ON THE CABLE DRUM PRIOR TO AND DURING HOISTING                                                             

         AND LOWERING?                                                                                                            

         REF: SHIPS SAFETY BULLETIN MAY 72                                                                                          

              FATHOM WINTER 88                                                                                                      

              FILM: SMALL BOAT HOISTING/LOWERING                                                                                    

*************************************************************************************                                               

  (A2B0) IS THE MAXIMUM PERSONNEL HOISTING AND WATER BORNE CAPACITY          2C                                                     

         PROVIDED FOR ALL BOATS?                                                                                                  

         REF: OPNAVINST 5100.19B ART C0402                                                                                          

              NSTM 583, SECTIONS 4 AND 5                                                                                            

*************************************************************************************                                               

                                                                                                                                    

   3. FORK TRUCKS / HANDLING EQUIPMENT                                                                                              

                                                                                                                                    

  (A3A0) ARE ADEQUATE PROCEDURES AND PRECAUTIONS PROMULGATED?                2C                                                   

         REF: CODE FED REG 46 (SHIP) DTD 1 OCT 78                                                                                   

              OPNAVINST 3120.32B ART 600/630.14                                                                                     

              NAVSEA OP 4098                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

   4. REPLENISHMENT�AT�SEA BILL                                                                                                     

                                                                                                                                    

  (A4B0) ARE TENSIONING/DETENSIONING PROCEDURES LISTED IN THE BILL?          2C                                                   

         REF: NWP 14 REV D  ART 2.2.8                                                                                               

*************************************************************************************                                               

  (A4C0) HAVE INSTRUCTIONS AND DETAILED PROCEDURES BEEN PROVIDED TO THE      3C                                                     

         BILL SUCH AS STA MANNING, RIGS, EQUIPMENT, LIFEBOAT REQUIREMENTS                                                           

         , SAFETY, ETC.?                                                                                                          

         REF: OPNAVINST 3120.32B ART 630.14                                                                                         

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 2                                                



  (A4D0) FOR SHIPS WITH PENDANT RECEIVING STATIONS, HAVE PROCEDURES BEEN     2C                                                     

         PROMULGATED TO REMOVE THE PELICAN HOOK AT THE DECK PADEYE AND                                                              

         SUBSTITUTE WITH 1" SHACKLE OR LARGER FOR TRANSFER OF                                                                       

         PERSONNEL?                                                                                                               

         REF: NWP 14 REV D  ART 8.4.2                                                                                               

              OPNAVINST 3120.32B ART 630.14                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   5. TOWING BILL                                                                                                                   

                                                                                                                                    

  (A5A0) DOES THE TOWING BILL CONTAIN PROVISIONS FOR PERSONNEL TO WEAR       1C                                                     

         INHERENTLY BUOYANT LIFE JACKETS AND SAFETY HELMETS?                                                                      

         REF: OPNAVINST 5100.19B  ART C0603                                                                                         

*************************************************************************************                                               

  (A5B0) DOES TOWING BILL CONTAIN PROVISIONS FOR SECURING THE ANCHOR AND     2C                                                     

         CHAIN PRIOR TO DISCONNECTING THE CHAIN?                                                                                  

         REF: OPNAVINST 3120.32B ART 630.22.6                                                                                       

              OPNAVINST 5100.19B  ART C0603                                                                                         

              NSTM 581�1.4.9                                                                                                        

*************************************************************************************                                               

  (A5C0) DOES THE TOWING BILL LIST PERSONNEL AND EQUIPMENT REQUIREMENTS?     3C                                                   

         REF: OPNAVINST 3120.32B ART 600                                                                                            

*************************************************************************************                                               

  (A5D0) DOES THE TOWING BILL CONTAIN A DIAGRAM OF THE RIGGING               3C                                                     

         ARRANGEMENT?                                                                                                             

         REF: OPNAVINST 3120.32B ART 600                                                                                            

              USN TOWING MANUAL (REV�1)                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   6. WORKING OVER THE SIDE / ALOFT                                                                                                 

                                                                                                                                    

  (A6A0) ARE POSITIVE MEASURES IN EFFECT TO CONTROL PERSONNEL WORKING        1C                                                     

         OVER THE SIDE; IE, CHECK OFF LIST SIGNED BY OOD?                                                                         

         REF: OPNAVINST 5100.19B ART C0802, C8�A&                                                                                   

              B                                                                                                                     

*************************************************************************************                                               

                                                                                                                                    

   7. HELICOPTER BILL                                                                                                               

                                                                                                                                    

  (A7A0) DOES BILL SPECIFY THE LEVELS AND CLASSES OF HELICOPTER OPERATION    2C                                                     

         FOR WHICH THE SHIP IS CERTIFIED ALONG WITH A LISTING OF THE                                                                

         SPECIFIC HELICOPTERS FOR WHICH EACH LEVEL AND CLASS OF                                                                     

         CERTIFICATION IS APPLICABLE?                                                                                             

         REF: HELO BULLETIN 1F 20.5                                                                                                 

*************************************************************************************                                               

                                                                                                                                    

   8. MAN OVERBOARD/RESCUE & ASSISTANCE BILLS                                                                                       

                                                                                                                                    

  (A8A0) HAVE INSTRUCTIONS AND DETAILED PROCEDURES BEEN PROVIDED TO THE      2C                                                     

         BILL SUCH AS STATION MANNING, EQUIPMENT, LIFEBOAT REQ, SAFETY,                                                             

         ETC, ETC.?                                                                                                               

         REF: OPNAVINST 3120B.32B ART 640.5/600                                                                                     

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 3                                                



  (A8B0) IS THE SAR OFFICER DESIGNATED IN WRITING BY THE COMMANDING          3A                                                     

         OFFICER?                                                                                                                 

         REF: OPNAVINST 3130.6, PAR. 6.9                                                                                            

*************************************************************************************                                               

  (A8C0) DOES THE SHIP HAVE TWO QUALIFIED RESCUE SWIMMERS?                   2A                                                   

         REF: OPNAVINST 3120.32B, TABLES 6�9/6�10                                                                                   

              NWP�42 (REVG), PARA 1.3.13                                                                                            

              NWP�19�1 (A)  PARA 4.3.1                                                                                              

*************************************************************************************                                               

  (A8D0) ARE SAR SWIMMERS DESIGNATED IN WRITING BY COMMANDING OFFICER?       05                                                   

         REF: OPNAVINST 3130.6, ENCL (B)                                                                                            

*************************************************************************************                                               

  (A8E0) ARE ANNUAL SURFACE RESCUE SWIMMER REQUIREMENTS DONE?                03                                                   

                                                                                                                                    

           1. CPR REQUALIFICATION?                                                                                                

           2. 8 HRS WATER TRAINING, 4 EA 6 MO?                                                                                    

           3. 4 MAN OVERBOARD DRILLS USING RESCUE LITTER, 2 EA 6 MO?                                                              

           4. MWB/FORECASTLE TEAM TRAINING CONDUCTED MONTHLY?                                                                     

         REF: OPNAVINST 3130.6                                                                                                      

*************************************************************************************                                               

  (A8F0) IS SHIP'S MOTOR WHALEBOAT AND FORECASTLE CREWS TEAM TRAINING        03                                                     

         CONDUCTED AT A MINIMUM OF MONTHLY?                                                                                       

         REF: OPNAVINST 3130.6, ENCL (B)                                                                                            

*************************************************************************************                                               

                                                                                                                                    

   9. CRANE BILL                                                                                                                    

                                                                                                                                    

  (A9A0) DOES THE SHIP HAVE A CRANE CERTIFICATION PROGRAM?SHIPS WITH         2C                                                   

         INSTALLED/PORTABLE CRANES)                                                                                                 

         REF: NSTM 589�1.1.1                                                                                                        

              OPNAVINST 3120.32B  ART 100.1                                                                                         

*************************************************************************************                                               

  (A9B0) DOES THE BILL INCLUDE ACCESS CONTROL PROCEDURES?                    1B                                                   

         REF: NSTM 589�3.5.2.1                                                                                                      

*************************************************************************************                                               

                                                                                                                                    



B. GENERAL SAFETY                                   (3DKB1A0)                                                                       

                                                                                                                                    

   1. LIFE PRESERVERS                                                                                                               

                                                                                                                                    

  (B1A0) IS THE MATERIAL CONDITION OF STOWAGE LOCKERS SATISFACTORY?          3C                                                   

         REF: MIP H�414/3 (5832/3)                                                                                                  

*************************************************************************************                                               

  (B1B0) ARE LOCKERS LABELED TO INDICATE QUANTITY AND TYPES?                 3C                                                   

         REF: GSFS 602J/GSO 602J                                                                                                    

              NAVSHIPS DWG 2803�980209                                                                                              

*************************************************************************************                                               

  (B1C0) DOES RANDOM CHECK OF LIFE PRESERVERS REVEAL UNSATISFACTORY          1B                                                     

         CONDITION?                                                                                                               

         REF: MIP H�401/102 & 402/1 (5832/3)                                                                                        

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 4                                                



  (B1D0) ARE ONE CELL LIGHTS, WHISTLES AND DYE MARKERS ATTACHED TO THE       1B                                                     

         LIFE JACKETS?                                                                                                            

         REF: MIP H�401 & 402 (5832/3)                                                                                              

              NSTM 077                                                                                                              

              AEL                                                                                                                   

*************************************************************************************                                               

  (B1E0) IS A GRAM SCALE AVAILABLE FOR WEIGHING CO2 CARTRIDGES?              4D                                                   

         REF: MIP H�402/1 (5832/3)                                                                                                  

*************************************************************************************                                               

  (B1F0) ARE INFLATABLE PRESERVER REPAIR KITS AND SPARE PARTS                4D                                                     

         AVAILABLE?                                                                                                               

         REF: MIP H�402/1 (5832/3)                                                                                                  

              AEL                                                                                                                   

*************************************************************************************                                               

  (B1G0) HAVE INHERENTLY BUOYANT LIFE PRESERVERS BEEN MODIFIED TO PERMIT     1B                                                     

         CONCURRENT USE OF THE SAFETY HARNESS BY SIDE CLEANERS?                                                                   

         REF: NSTM 077�2.7                                                                                                          

              OPNAVINST 5100.19B ART APP C8�B                                                                                       

*************************************************************************************                                               

  (B1H0) IS THE FULL ALLOWANCE OF LIFE PRESERVERS ON BOARD?                  2C                                                   

                                                                                                                                    

          INHERENTLY BUOYANT (KAPOK) ALLOWED      ON HAND                                                                           

                                                                                                                                    

          YOKE TYPE (TROOP KAPOK) ALLOWED         ON HAND                                                                           

                                                                                                                                    

          CO2 VEST TYPE (MK�1) ALLOWED            ON HAND                                                                           

                                                                                                                                    

          CO2 YOKE TYPE (POUCH) ALLOWED           ON HAND                                                                           

         REF: AEL                                                                                                                   

*************************************************************************************                                               

  (B1I0) IS REFLECTIVE TAPE INSTALLED ON ALL LIFE PRESERVERS EXCEPT          1C                                                     

         TROOP TYPE?                                                                                                              

         REF: NSTM 077�5.48                                                                                                         

              MIP H�401 & 402 & (5832/3)                                                                                            

*************************************************************************************                                               

                                                                                                                                    

   2. SAFETY HARNESS                                                                                                                

                                                                                                                                    

  (B2A0) ARE NUMBERS ADEQUATE, INCLUDING DYNABRAKE AND WORKING LINE          1C                                                     

         ASSEMBLIES?                                                                                                              

         REF: AEL                                                                                                                   

*************************************************************************************                                               

  (B2B0) ARE 1/2 INCH DIAMETER NYLON TENDING LINES AVAILABLE FOR USE BY      1C                                                     

         SIDE CLEANERS?                                                                                                           

         REF: RATE TRAINING MANUAL BM3&2, PG 1�24                                                                                   

*************************************************************************************                                               

  (B2C0) ARE ADEQUATE NUMBERS OF SAF�T�CLIMB SLEEVES AVAILABLE FOR USE       2C                                                     

         ON SAFETY RAILS ATTACHED TO MAST AND KINGPOST VERTICAL LADDERS?                                                          

         REF: AEL                                                                                                                   

*************************************************************************************                                               

  (B2D0) IS A STAINLESS STEEL OR CRES SAFETY LINE AVAILABLE TO REPLACE       2C                                                     

         THE NYLON SAFETY LINE WHEN DOING HOT WORK?                                                                               

         REF: OPNAVINST 5100.19B  ART C0802.C                                                                                       

*************************************************************************************                                               

  (B2E0) IS AN MRC EQUIPMENT GUIDE LIST PROVIDED FOR SAFETY HARNESSES?       4E                                                   

         REF: MIP H 414/3 (6231)                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 5                                                



  (B2F0) ARE PERSONNEL FAMILIAR WITH PROCEDURES AND EQUIPMENT REQUIRED       1C                                                     

         WHEN WORKING ALOFT AND OVER�THE�SIDE?                                                                                    

         REF: MRC CODE H�414 R�1 (6231 R�1)                                                                                         

              OPNAVINST 5100.19B ART C0802,C8�A&B                                                                                   

*************************************************************************************                                               

                                                                                                                                    

   3. LIFE BUOYS AND LIGHTS/MARKERS                                                                                                 

                                                                                                                                    

  (B3A0) ARE ITEMS INSTALLED AND OPERABLE AT BRIDGE LOOKOUT STATIONS?        1C                                                   

         REF: NSTM CHAP 077 PARA 077�4.9                                                                                            

*************************************************************************************                                               

  (B3B0) ARE ITEMS INSTALLED AND OPERABLE AT EACH REPLENISHMENT STATION?     1C                                                   

         REF: NWP 14 D  FIG 2�21                                                                                                    

              NSTM CHAP 077, PARA 077�4.9                                                                                           

              OPNAVINST 5100.19B ART C0302.I                                                                                        

*************************************************************************************                                               

  (B3C0) ARE ITEMS INSTALLED AND OPERABLE AT THE FANTAIL LOOKOUT STATION?    1C                                                   

         REF: NWP 14 D ART 2.10.1.14                                                                                                

              NSTM CHAP 077 PARA 077�2.4.3.4                                                                                        

              NSTM CHAP 077 PARA 077�4.9                                                                                            

*************************************************************************************                                               

  (B3D0) ARE ITEMS INSTALLED AND OPERABLE ON PORT/STARBOARD MAIN DECK?       1C                                                   

         REF: NSTM CHAP 077 PARA 077�2.4.3.4                                                                                        

              GSFS 085 TABLES II & III                                                                                              

              GSO 085 TABLES 2 AND 3                                                                                                

*************************************************************************************                                               

  (B3E0) ARE ITEMS INSTALLED AND OPERABLE IN THE VICINITY OF THE BROW OR     1C                                                     

         ACCOMMODATION LADDER USED FOR DEBARKING PERSONNEL?                                                                       

         REF: NSTM CHAP 077 PARA 077�2.4.3.4                                                                                        

*************************************************************************************                                               

  (B3F0) ARE LIFE BUOYS MARKED IN BLOCK LETTERS WITH THE SHIP NAME,          4F                                                     

         CLASS AND HULL NUMBERS AND FITTED WITH 2" WIDE REFLECTIVE                                                                  

         TAPE?                                                                                                                    

         REF: NSTM CHAP 077�2.4.3.1                                                                                                 

*************************************************************************************                                               

  (B3G0) ARE DISTRESS MARKER LIGHTS ATTACHED TO THE RING BUOY WITH TWO       1C                                                     

         FEET OF 1/4" DIA BOUYANT POLYETHELENE LINE                                                                                 

         REF: NSTM CHAP 077 PARA 077�2.4.3.4.2                                                                                      

*************************************************************************************                                               

  (B3H0) ARE RING BUOYS WITH RETRIEVING LINE ATTACHED (LENGTH TO SUIT        1C                                                     

         FREEBOARD OF SHIP) AVAILABLE TOPSIDE IN THE QUARTER DECK AREA,                                                             

         TO PERSONNEL WORKING OVER THE SIDE, AND ON PAINT FLOATS                                                                    

         ALONGSIDE THE SHIP?                                                                                                      

         REF: NSTM CHAP 077 PARA 077�2.4.3.1 AND                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   4. SAFETY SIGNS/PLACARDS                                                                                                         

                                                                                                                                    

  (B4A0) ARE ABANDONSHIP INSTRUCTION, SAFETY PRECAUTION PLACARDS AND         3C                                                     

         MUSTER LISTS POSTED AT EACH STATION?                                                                                     

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 
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  (B4B0) ARE CARGO HATCH SAFETY PLACARDS POSTED EACH HATCH, EACH DECK        1C                                                     

         LEVEL, AS APPROPRIATE?                                                                                                   

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4C0) ARE CAPSTAN OPERATING AND SAFETY PLACARDS POSTED EACH STATION?      1C                                                   

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4D0) ARE HEAVY WEATHER WARNING PLACARDS POSTED ALL DECK LEVELS PORT &    1C                                                     

         STBD?                                                                                                                    

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4E0) ARE MEN WORKING�OVER�THE�SIDE PLACARDS POSTED AT ALL DECK LEVELS    1C                                                     

         PORT & STARBOARD?                                                                                                        

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4F0) ARE NO SMOKING SIGNS POSTED IN PROPER AREAS?                        2C                                                   

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4G0) ARE TOWING AND BEING TOWED SAFETY PLACARDS POSTED AT FOCSLE &       2C                                                     

         FANTAIL?                                                                                                                 

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4H0) ARE WORK ALOFT PLACARDS POSTED AT FOOT OF EACH VERTICAL LADDER      2C                                                     

         ON MASTS, KINGPOSTS ETC?                                                                                                 

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4I0) ARE SEWING MACHINE SAFETY PLACARDS POSTED?                          3D                                                   

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4J0) ARE GROUND TACKLE SAFETY PLACARDS POSTED?                           2C                                                   

         REF: END OF SECTION                                                                                                        

              GSFS 581C                                                                                                             

*************************************************************************************                                               

  (B4L0) ARE COMPRESSED GAS STOWAGE SAFETY PLACARDS POSTED EACH STOWAGE?     2C                                                   

         REF: END OF SECTION                                                                                                        

*************************************************************************************                                               

  (B4M0) ARE STORAGE OF SEMI�SAFE AND DANGEROUS MATERIALS PLACARDS           2B                                                     

         POSTED (STORAGE�ROOMS�GEAR LOCKERS ETC)?                                                                                 

         REF: GSFS 602H/GSO 602H                                                                                                    

              NAVSUP PUB 2002                                                                                                       

              OPNAVINST 5100.19B ART  C1305.F                                                                                       

*************************************************************************************                                               

                                                                                                                                    



C. CARGO HANDLING SYSTEMS                           (3DKC1A0)                                                                       

                                                                                                                                    

   1. BOOMS                                                                                                                         

                                                                                                                                    

  (C1A0) ARE SLACK WIRE BLOCKS INSTALLED ON BOOMS OVER 50 FEET IN LENGTH?    2C                                                   

         REF: NSTM FIG 573�10 #10                                                                                                   

              GSFS 573B/GSO 573B                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 7                                                



  (C1B0) IS TEST DATE PROVIDED AT THE HEEL OF THE BOOM?                      2C                                                   

         REF: NSTM 573�2�5 & 2.34                                                                                                   

              OPNAVINST 5100.19B  ART C0205V                                                                                        

*************************************************************************************                                               

  (C1C0) ARE TYPE I BONDING STRAPS INSTALLED AT THE HEEL OF THE BOOM?        3C                                                   

         REF: SHIPBOARD BOND MAN (MIL�STD�1310D)                                                                                    

*************************************************************************************                                               

  (C1D0) ARE INSTALLED SAFETY LIMIT SWITCHES OPERABLE?                       1C                                                   

         REF: MIP H�200 & H�201                                                                                                     

              OPNAVINST 5100.19B  ART C1303                                                                                         

*************************************************************************************                                               

  (C1E0) ARE WIRE, MANILA OR DOUBLE BRAIDED NYLON ROPE VANG GUYS IN          2C                                                     

         SATISFACTORY MATERIAL CONDITION?AS APPLICABLE)                                                                           

         REF: MIP H�200, 201, 202, 203                                                                                              

              NSTM 573�2.31                                                                                                         

              OPNAVINST 5100.19B  ART C0202.I                                                                                       

*************************************************************************************                                               

  (C1F0) ARE SHACKLE PINS SEIZED AND/OR COTTER PINS IN PLACE?                2C                                                   

         REF: OPNAVINST 5100.19B  ART C0205                                                                                         

              MIP H�200, 201, 202, 203                                                                                              

*************************************************************************************                                               

  (C1G0) IS THE CARGO HOOK SAFETY LATCH INSTALLED AND EFFECTIVE?             2C                                                   

         IS SAFETY RUNNER AVAILABLE FOR BOAT HANDLING?                                                                            

         REF: OPNAVINST 5100.19B  ART C0207.C                                                                                       

              GSFS 573B/583C                                                                                                        

              GSO 573B/583C                                                                                                         

*************************************************************************************                                               

  (C1H0) ARE BOOM PREVENTERS IN SATISFACTORY MATERIAL CONDITION?             2C                                                   

         REF: MIP H�201 & 202                                                                                                       

              GSFS 573B/GSO 573B                                                                                                    

              NSTM CHAP 573 ART 573�2.11                                                                                            

              OPNAVINST 5100.19B ART C0202.I, C02                                                                                   

*************************************************************************************                                               

  (C1I0) IS THE TOPPING LIFT BRAKE AND PAWL ENGAGED ON BOOMS RIGGED FOR      1C                                                     

         LIFTING/EXCEPT WHEN USED AS SINGLE SWINGING, TRAVELING?                                                                  

         REF: OPNAVINST 5100.19B  ART C0205                                                                                         

*************************************************************************************                                               

  (C1J0) IS THE SAFE WORKING LOAD POSTED FOR A SINGLE SWINGING BOOM AND      2C                                                     

         A YARD STAY RIG USING A SINGLE WHIP ON THE FOOT OF THE BOOM?                                                             

         REF: NSTM 573�2.21 & 2.34                                                                                                  

              OPNAVINST 5100.19B  ART C0205                                                                                         

*************************************************************************************                                               

  (C1K0) ARE CARGO HOOK INSULATOR LINKS INSTALLED?AS APPLICABLE)             3C                                                   

         REF: OP 3565 VOL I PAR 3.2                                                                                                 

              OPNAVINST 5100.19B  ART C0207.H                                                                                       

*************************************************************************************                                               

  (C1L0) DO CARGO HOOKS SHOW ANY SIGNS OF SPREADING AT THE THROAT?           2C                                                   

         REF: NSTM 573�2.31                                                                                                         

              OPNAVINST 5100.19B  ART C0207.A                                                                                       

*************************************************************************************                                               

  (C1M0) DO BOOM JAWS SHOW ANY SIGNS OF DAMAGE OR SPREADING?                 2C                                                   

         REF: NSTM 573�2.31                                                                                                         

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 8                                                



  (C1N0) ARE FAIRLEAD BLOCKS FORMING A BIGHT AROUND WORKING AREA             2C                                                     

         PROVIDED WITH WIRE ROPE PREVENTERS AT LEAST 3/4" DIA?                                                                    

         REF: OPNAVINST 5100.19B ART C0202                                                                                          

*************************************************************************************                                               

  (C1P0) ARE POSITIVE MEASURES IN EFFECT FOR SECURING BOOMS UPON             00                                                     

         COMPLETION OF OPERATIONS?                                                                                                

         REF: OPNAVINST 5100.19B  ART C0205                                                                                         

*************************************************************************************                                               

  (C1Q0) IS A RIGGING LOG MAINTAINED?                                        2C                                                   

         REF: NAVSEAMSG 301600Z SEP 86                                                                                              

*************************************************************************************                                               

                                                                                                                                    

   2. WINCHES                                                                                                                       

                                                                                                                                    

  (C2A0) ARE BRAKE, PAWL AND CLUTCH LEVERS LABELED; TOGGLE PINS IN PLACE?    2C                                                   

         REF: NSTM 9200/571 PARTS 2 & 3                                                                                             

              GSFS 602H/GSO 602H                                                                                                    

              OPNAVINST 5100.19B  ART C0202.AB                                                                                      

*************************************************************************************                                               

  (C2B0) IS THE EMERGENCY BRAKE LEVER LABELED AND COLOR CODED?               2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

  (C2C0) ARE CONTROLLER INDICATOR PLATES INSTALLED AND LEGIBLE?              3C                                                   

         REF: GSFS 570D/GSO 570C                                                                                                    

              OPNAVINST 5100.19B  ART C0202.AB                                                                                      

*************************************************************************************                                               

  (C2D0) IS THE BITTER END OF THE WIRE SECURED TO THE CABLE DRUM SO THAT     2C                                                     

         IT CAN BE SLIPPED IN AN EMERGENCY?                                                                                       

         REF: OPNAVINST 5100.19B  C0202.AA.(7)                                                                                      

              NWP 14D ART 2.10.1.11 & 2.10.1.5                                                                                      

*************************************************************************************                                               

  (C2E0) ARE ROPE GUARDS IN PLACE?                                           2C                                                   

         REF: NSTM 9200/571(9200.22/FIG 9200�1)                                                                                     

              OPNAVINST 5100.19B ART C1302.06(16)                                                                                   

*************************************************************************************                                               

  (C2F0) ARE COUPLING GUARDS IN PLACE?                                       2C                                                   

         REF: GSFS 070E/GSO 070H                                                                                                    

              OPNAVINST 5100.19B ART C1302.A.(16)                                                                                   

*************************************************************************************                                               

  (C2G0) ARE TEST LABEL PLATES INSTALLED?                                    2C                                                   

         REF: NSTM 9200/571(9200 PART 6)                                                                                            

              GSFS 570E/602G                                                                                                        

              GSO 570D/602G                                                                                                         

              OPNAVINST 5100.19B ART C0202.AB.(8)                                                                                   

*************************************************************************************                                               

  (C2H0) IS THE OVERALL MATERIAL CONDITION SATISFACTORY?                     3C                                                   

         REF: OPNAVINST 3120.32B ART 310.C.9                                                                                        

*************************************************************************************                                               

  (C2I0) IS THE WIRE ROPE PROPERLY SPOOLED ON THE CABLE DRUM SO THAT         2C                                                     

         THERE ARE NO LOOSE, CROSSED, BURIED AND RIDING TURNS?                                                                    

         REF: NSTM 573�2.26.8                                                                                                       

              OPNAVINST 5100.19B ART C0202.AB.(5)                                                                                   

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK� 9                                                



  (C2J0) IS PMS AND MATERIAL CONDITION OF THE WIRE ROPE SATISFACTORY?        2C                                                   

         RIGGING LOG MAINTAINED?                                                                                                  

         REF: NSTM 573�2.31                                                                                                         

              MIP H�200, 201, 202, 203                                                                                              

              NAVSEA MSG 301600Z SEP 86                                                                                             

*************************************************************************************                                               

  (C2K0) ARE SAFETY/OPERATING INSTRUCTIONS POSTED?                           2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

              OPNAVINST 5100.19B ART C0202.AB.(8)                                                                                   

*************************************************************************************                                               

  (C2L0) ARE LUBRICATION CHARTS POSTED?                                      3D                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

              OPNAVINST 5100.19B, ART C0202.AB(8)                                                                                   

*************************************************************************************                                               

  (C2M0) IS A WARNING PLATE POSTED ON WINCHES HAVING A SPEED GEAR AND/OR     2C                                                     

         DRUM CLUTCH?WARNING NEVER SHIFT SPEED GEAR LEVEL (CLUTCH) OR                                                             

         WINCH DRUM CLUTCHES UNLESS DRUM PARKING BRAKE IS SET AND DRUM                                                              

         PAWL ENGAGED. DRUM PARKING BRAKE SHOULD NOT BE RELEASED UNLESS                                                             

         THE DRUM CLUTCH LEVER HAS BEEN LOCKED IN THE ENGAGED POSITION                                                              

         AND THE SPEED GEAR LEVER IS LOCKED IN EITHER HIGH SPEED OR LOW                                                             

         SPEED POSITION."                                                                                                           

         REF: NSTM 9200/571.25                                                                                                      

              OPNAVINST 5100.19B ART C0202.AB.(3)                                                                                   

*************************************************************************************                                               

  (C2N0) IS NON�SKID COVERING PROVIDED IN THE CARGO HANDLING WORK AREA       4C                                                     

         AND AROUND THE DECK WINCHES?                                                                                             

         REF: NSTM 634                                                                                                              

              GSFS 634/GSO 634                                                                                                      

*************************************************************************************                                               

                                                                                                                                    

   3. CRANES                                                                                                                        

                                                                                                                                    

  (C3A0) DOES VISUAL INSPECTION OF ALL RIGGING, FITTINGS AND ASSOCIATED      1C                                                     

         EQUIPMENT REVEAL SIGNS OF EXCESSIVE WEAR, DISTORTION, AND                                                                  

         WEAKNESS? IS RIGGING LOG MAINTAINED                                                                                     

         REF: OPNAVINST 5100.19B, ART C0206.D                                                                                       

              NSTM 589,3.5.3 & SECT 4.FIG 589�13                                                                                    

              MIP A�69 & A�159                                                                                                      

              NAVSEA MSG 301600Z SEP 86                                                                                             

*************************************************************************************                                               

  (C3A2) ARE CRANE BOOM CRADLE AND SECURING DEVICES IN SATISFACTORY          2C                                                     

         CONDITION?                                                                                                               

         REF: NSTM 589.3.5.7.2                                                                                                      

              GSFS 573C/GSO 573C                                                                                                    

*************************************************************************************                                               

  (C3B0) IS THE RATED CAPACITY CHART(LOAD�OUTREACH) POSTED IN CAB?           2C                                                   

         REF: NSTM 589 3.5.2.2/3.6.2.6                                                                                              

              NSTM 589 SEC 4 FIG 589�13                                                                                             

*************************************************************************************                                               

  (C3C0) IS TEST LABEL PLATE INSTALLED AND ALL TEST INFORMATION DATA         2C                                                     

         RECORDED IN A PERMANENT LOG?                                                                                             

         REF: NSTM 589, SECTION 5                                                                                                   

              GSFS 602G/GSO 602G                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�10                                                



  (C3D0) ARE LIMIT SWITCHES OPERABLE?                                        1C                                                   

         REF: NSTM 589,SECT 4 & FIG 589.13                                                                                          

              OPNAVINST 5100.19B, ART C0206.O                                                                                       

              MIP A�69 & 159                                                                                                        

              GSFS 573D                                                                                                             

*************************************************************************************                                               

  (C3E0) IS NIGHT LIGHTING PROVIDED?                                         2C                                                   

         REF: GSFS 332F/573 & GSO 332G                                                                                              

              NSTM 589�5.3.5.9                                                                                                      

              OPNAVINST 5100.19B, ART C0202.X                                                                                       

*************************************************************************************                                               

  (C3F0) IS TRAIN/TRAVEL AUDIBLE ALARM OPERABLE?                             1C                                                   

         REF: NSTM 589�4.2.1 AND 5.3.5.8                                                                                            

              OPNAVINST 5100.19B, ART C0202.Y                                                                                       

*************************************************************************************                                               

  (C3G0) ARE INSULATOR LINKS INSTALLED AS APPLICABLE?                        3C                                                   

         REF: OP 3565 VOL I PAR 3.2                                                                                                 

              NSTM 589�5.4.2.1 AND 5.3.4.5                                                                                          

              OPNAVINST 5100.19B, ART C0207.H                                                                                       

*************************************************************************************                                               

  (C3H0) ARE SAFETY CHAINS INSTALLED AT THE ACCESS OPENING OF VERTICAL       1C                                                     

         LADDERS?                                                                                                                 

         REF: GSFS 612C/GSO 612D                                                                                                    

              NSTM 589�5.3.3.8 AND FIG 589�13                                                                                       

*************************************************************************************                                               

  (C3I0) ARE WINCH COUPLING GUARDS IN PLACE?                                 2C                                                   

         REF: GSFS 070E/GSO 070H                                                                                                    

              NSTM 589�4.2.1.5/5.3.4.6                                                                                              

              NSTM 589, FIG 589�13                                                                                                  

              OPNAVINST 5100.19B ART C1302.A.(16)                                                                                   

*************************************************************************************                                               

  (C3J0) ARE CONTROLLER INDICATOR PLATES INSTALLED AND LEGIBLE?              3C                                                   

         REF: NSTM 589�5.3.5.2 AND FIG 589�13                                                                                       

*************************************************************************************                                               

  (C3K0) ARE PRESSURE GAUGES INSTALLED AS REQUIRED AND CALIBRATED            3C                                                     

         ANNUALLY?                                                                                                                

         REF: NSTM 589�4.2.4.3                                                                                                      

              NSTM 504                                                                                                              

*************************************************************************************                                               

  (C3L0) ARE THE MACHINERY ROOMS CLEAN?                                      3D                                                   

         REF: NSTM 589 FIG 589�13                                                                                                   

              NSTM 9200.4                                                                                                           

*************************************************************************************                                               

  (C3M0) IS CO2 FIRE PROTECTION PROVIDED IN THE MACHINERY ROOM AND           2C                                                     

         OPERATOR CONTROL STATION?                                                                                                

         REF: GSFS 555B/GSO 555B                                                                                                    

              NSTM 589�3.5.2.4 AND FIG 589�13                                                                                       

              OPNAVINST 5100.19B  ART C0206.Z                                                                                       

*************************************************************************************                                               

  (C3N0) ARE OVERHEAD LIGHT FIXTURES IN MACHINERY SPACES HAVING              2C                                                     

         PRESSURIZED OIL SYSTEMS FITTED WITH LENSES/GLOBES?                                                                       

         REF: GSFS 332D/GSO 332E                                                                                                    

              NSTM 589�5.3.5.9 AND FIG 589�13                                                                                       

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�11                                                



  (C3O0) IS EMERGENCY LIGHTING PROVIDED IN THE MACHINERY ROOM?               3C                                                   

         REF: GSFS 332F/GSO 332G                                                                                                    

*************************************************************************************                                               

  (C3P0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED AT THE CONTROL         2C                                                     

         STATION?                                                                                                                 

         REF: GSFS 602H/GSO 602H                                                                                                    

              NSTM 589�3.5.2.2/5.3.4.1/FIG 589�13                                                                                   

*************************************************************************************                                               

  (C3Q0) IS LUBRICATION CHART POSTED?                                        3D                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

  (C3R0) IS RUBBER MATTING INSTALLED ON DECK IN MACHINERY ROOM IN WAY OF     1C                                                     

         ELECTRICAL EQUIPMENT?                                                                                                    

         REF: NSTM 589�5.3.5.5H                                                                                                     

              GSFS 634/GSO 634                                                                                                      

              NSTM 634�3.79                                                                                                         

*************************************************************************************                                               

  (C3S0) IS NON�SKID APPLIED ON DECK AT THE CONTROL STATION AND CARGO        3C                                                     

         HANDLING AREA?                                                                                                           

         REF: GSFS 634/GSO 634                                                                                                      

              NSTM 589�5.3.3.8H                                                                                                     

              NSTM 634                                                                                                              

*************************************************************************************                                               

  (C3T0) ARE SAFETY CLIMB RAILS AND/OR PROTECTIVE CAGES INSTALLED ON         1C                                                     

         VERTICAL LADDERS AS APPLICABLE?                                                                                          

         REF: GSFS 622B/GSO 622C                                                                                                    

              NSTM 589�5.3.3.8 AND FIG 589�13                                                                                       

*************************************************************************************                                               

  (C3U0) ARE CRANE CAB WINDOWS (IF INSTALLED) CLEAR, UNCRACKED AND WIPERS    2B                                                     

         OPERABLE?                                                                                                                

         REF: NSTM 589�5.3.6 AND FIG 589�13                                                                                         

*************************************************************************************                                               

  (C3V0) IS THE CARGO HOOK SAFETY LATCH INSTALLED AND EFFECTIVE?             2C                                                   

         IS A SAFETY RUNNER AVAILABLE FOR BOAT HANDLING?                                                                          

         REF: GSFS 583C/GSO 583C                                                                                                    

              NSTM 589�5.3.4.4 AND FIG 589�13                                                                                       

              OPNAVINST 5100.19B  ART C0207.C                                                                                       

*************************************************************************************                                               

  (C3W0) DO CRANE HOOKS SHOW ANY SIGNS OF DAMAGE OR SPREADING?               2C                                                   

         REF: NSTM 589�5.3.4.4/5.6.2.5/FIG 589�13                                                                                   

              OPNAVINST 5100.19B ART C0207.A                                                                                        

*************************************************************************************                                               

  (C3X0) IS THE WIRE PROPERLY SPOOLED ON THE CABLE DRUMS SO THAT THERE       2C                                                     

         ARE NO LOOSE, CROSSED, BURIED AND RIDING TURNS?                                                                          

         REF: NSTM 589 FIG 589�13                                                                                                   

*************************************************************************************                                               

  (C3Y0) IS A BOOM ANGLE INDICATOR INSTALLED?                                2C                                                   

         REF: NSTM 589�4.2.2.11 & FIG 589�13                                                                                        

*************************************************************************************                                               

  (C3Z0) ARE SHIP MOTION/WIND LIMITS INSTRUCTIONS POSTED IN CAB?             1B                                                   

         REF: NSTM 589�3.5.2.2                                                                                                      

*************************************************************************************                                               

  (C3Z1) IS A RIGGING LOG MAINTAINED?                                        2C                                                   

         REF: NAVSEAMSG 301600Z SEP 86                                                                                              

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�12                                                



                                                                                                                                    

   4. FORK TRUCKS                                                                                                                   

                                                                                                                                    

  (C4A0) ARE SAFETY/OPERATING INSTRUCTIONS POSTED?                           2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

              NAVSUPPUB 2002                                                                                                        

*************************************************************************************                                               

  (C4B0) ARE FIRE EXTINGUISHERS PROVIDED/ON OR IN NEAR VICINITY?             3C                                                   

         REF: OP 4098                                                                                                               

              CFR 146.09�15(F)(8)                                                                                                   

*************************************************************************************                                               

                                                                                                                                    



D. REPLENISHMENT�AT�SEA SYSTEM                      (3DKD1A0)                                                                       

                                                                                                                                    

   1. FITTINGS                                                                                                                      

                                                                                                                                    

  (D1A0) ARE TEST LABEL PLATES FOR PADEYES, FITTINGS AND ATTACHMENT          2C                                                     

         POINTS INSTALLED?                                                                                                        

         REF: GSFS 570E, 602G/GSO 570D, 602G                                                                                        

              NWP 14D, ART 3.5                                                                                                      

*************************************************************************************                                               

  (D1A1) ARE FFG MIDSHIP ATTACHMENT POINTS AT ALL RAS STATIONS INSPECTED     2B                                                     

         FOR CRACKING?                                                                                                            

         REF: NAVSEA MSG 032333Z APR 85                                                                                             

*************************************************************************************                                               

  (D1B0) ARE ALL ATTACHMENT POINTS AND MAJOR RIG FITTINGS PAINTED WHITE?     3D                                                   

         REF: NWP 14D  ART 2.5.1.5                                                                                                  

*************************************************************************************                                               

  (D1C0) HAVE ALL EXTERNAL RED LIGHTS AND ALL INTERNAL RED LIGHTS WHICH      2C                                                     

         CAN BE SEEN DIRECTLY FROM OTHER SHIPS BEEN CHANGED TO YELLOW                                                               

         REF: NAVSEA LTR 91C�211 DTD 1 SEP 83                                                                                       

*************************************************************************************                                               

  (D1D0) ARE GUARD RAILS AND/OR PROTECTIVE GUARDS INSTALLED AROUND           2B                                                     

         WINCHES, HIGH�PRESSURE AIR FLASKS, RAMS, SLIDING BLOCKS, ETC.,                                                             

         TO PREVENT DAMAGE BY MOBILE HANDLING EQUIPMENT?                                                                          

         REF: GSFS 570C AND 571I                                                                                                    

              GSO 570B AND 571I                                                                                                     

*************************************************************************************                                               

  (D1D1) ARE PROTECTIVE GUARDS INSTALLED AROUND MOVING MACHINERY FOR         2B                                                     

         PROTECTION OF PERSONNEL AGAINST OPERATING HAZARDS? (AS                                                                   

         APPLICABLE)                                                                                                                

         REF: GSFS 070E                                                                                                             

              GSO 070H                                                                                                              

*************************************************************************************                                               

                                                                                                                                    

   2. PROTECTIVE ATTIRE                                                                                                             

                                                                                                                                    

  (D2A0) ARE SAFETY HELMENTS AVAILABLE IN ADEQUATE NUMBERS?                  2B                                                   

         REF: NWP 14D  ART 2.10.2                                                                                                   

              OPNAVINST 5100.19B  ART C0302                                                                                         

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�13                                                



  (D2B0) DO HELMETS HAVE CHIN STRAPS ATTACHED?                               2C                                                   

         REF: NWP 14D  ART 2.10.2                                                                                                   

              OPNAVINST 5100.19B  ART C0302                                                                                         

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D2C0) ARE SAFETY SHOES AVAILABLE IN ADEQUATE NUMBERS?                     2C                                                   

         REF: NWP 14D  ART 2.10.2.5                                                                                                 

              OPNAVINST 5100.19B  ART C0302                                                                                         

*************************************************************************************                                               

  (D2D0) ARE WORKING GLOVES AVAILABLE IN ADEQUATE NUMBERS?                   2C                                                   

         REF: NWP 14D  ART 2.10.2.6                                                                                                 

              OPNAVINST 5100.19B  ART C0302                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   3. HIGHLINE AND ASSOCIATED EQUIPMENT                                                                                             

                                                                                                                                    

  (D3A0) IS THE SYNTHETIC HIGHLINE, INHAUL AND OUTHAUL LINES IN              1D                                                     

         SATISFACTORY CONDITION?                                                                                                  

         REF: NWP 14D  ART 8.2                                                                                                      

              MIP H�200/5714                                                                                                        

*************************************************************************************                                               

  (D3C0) IS THE THIMBLE IN THE SYNTHETIC HIGHLINE A "NEWCO" THIMBLE?         3D                                                   

         REF: NWP 14D  ART 8.2.1                                                                                                    

*************************************************************************************                                               

  (D3D0) IS A 1/2" X 2' WIRE PREVENTER WITH 5/8" SAFETY ANCHOR SHACKLE       1D                                                     

         AVAILABLE FOR USE WITH THE TRANSFER CHAIR AND LITTER?                                                                    

         REF: NWP 14D FIG 2�6, FIG 8�2                                                                                              

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3E0) IS A 1/2 INCH LINK AND JAW SWIVEL ATTACHED TO THE TRANSFER          3D                                                     

         CHAIR?                                                                                                                   

         REF: NWP 14D FIG 8�2                                                                                                       

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3F0) IS THE TRANSFER CHAIR SAFETY BELT INSTALLED AND QUICK RELEASE       1D                                                     

         DEVICE OPERABLE?                                                                                                         

         REF: NWP 14D FIG 8�4                                                                                                       

              NAVSHIPS DWG 805�2555037                                                                                              

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3G0) IS THE TRANSFER CHAIR IN SATISFACTORY MATERIAL CONDITION AND ALL    1D                                                     

         TOGGLE PINS IN PLACE?                                                                                                    

         REF: NAVSHIPS DWG 805�2555037                                                                                              

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3H0) IS THE STOKES STRETCHER MADE OF STEEL AND IN SATISFACTORY           1D                                                     

         CONDITION (W/O LEG SEPARATOR)?                                                                                           

         REF: NWP 14D FIG 8�3                                                                                                       

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3I0) IS THE STOKES STRETCHER HEAD GUARD INSTALLED?                       2D                                                   

         REF: NWP 14D FIG 8�3                                                                                                       

              UNREP HARDWARE AND EQUIP MAN                                                                                          

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�14                                                



  (D3J0) ARE TENDING LINES SPLICED TO EACH END OF STOKES STRETCHER           3D                                                     

         2�1/4 INCH, 12 FOOT NYLON?                                                                                               

         REF: NWP 14D FIG 8�3                                                                                                       

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3K0) ARE STRETCHER FLOATION PADS INSTALLED?                              2D                                                   

         REF: NWP 14D FIG 8�3                                                                                                       

              MIP H�220/5714                                                                                                        

*************************************************************************************                                               

  (D3L0) ARE FOUR, FLAT IRON SHACKLES WITH TOGGLE PINS FITTED WITH STEEL     3D                                                     

         SPRING KEEPER PINS USED TO ATTACH THE PROTECTIVE FRAME TO THE                                                              

         STOKES STRETCHER?                                                                                                        

         REF: NWP 14D FIG 8�3                                                                                                       

              MIP H�220/5714                                                                                                        

              UNREP HARDWARE & EQUIP MAN                                                                                            

*************************************************************************************                                               

  (D3M0) IS TROLLEY BLOCK FLOATION PADDING AVAILABLE?                        2D                                                   

         REF: NWP 14D FIG 8�3                                                                                                       

              MIP H�220/5714                                                                                                        

              UNREP HARDWARE & EQUIP MAN                                                                                            

*************************************************************************************                                               

  (D3N0) IS A 5/8 INCH, CRES BOLT W/CRES NUT, COTTER PIN AND FLATWASHER      3D                                                     

         AVAILABLE TO SECURE LITTER PROTECTIVE FRAME TO THE TROLLEY?                                                              

         REF: NWP 14D, FIG 8�2                                                                                                      

*************************************************************************************                                               

                                                                                                                                    

   4. RIGGING CHECK SHEETS                                                                                                          

                                                                                                                                    

  (D4A0) ARE CHECK�OFF SHEETS AVAILABLE TO RIG CAPTAIN WHICH LIST            2C                                                     

         EQUIPMENT REQUIRED, SAFETY PRECAUTIONS AND EMERGENCY BREAKAWAY                                                             

         PROCEDURES FOR ALL APPLICABLE RIGS FOR EITHER SENDING OR                                                                   

         RECEIVING (TAILORED TO SHIP)?                                                                                            

         REF: NWP 14D 3.6.3/APP D                                                                                                   

*************************************************************************************                                               

                                                                                                                                    

   6. SIGNS AND PLACARDS                                                                                                            

                                                                                                                                    

  (D6A0) ARE ALL WINCH CONTROL STATION LABEL PLATES INSTALLED AND            2C                                                     

         READABLE?                                                                                                                

         REF: GSFS 570D/GSO 570G                                                                                                    

              OPNAVINST 5100.19B ART C0202.AB                                                                                       

*************************************************************************************                                               

  (D6B0) ARE REPLENISHMENT AND REFUELING AT SEA SAFETY AND OPERATING         2C                                                     

         INSTRUCTIONS POSTED AT EACH STATION?                                                                                     

         REF: END OF SECTION 6F                                                                                                     

*************************************************************************************                                               

  (D6C0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED FOR THE "RAM"          2C                                                     

         TENSIONER AT EACH STATION?                                                                                               

         REF: END OF SECTION 6F                                                                                                     

*************************************************************************************                                               

  (D6D0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED FOR THE SLIDING        2C                                                     

         PADEYE AT EACH STATION?                                                                                                  

         REF: END OF SECTION 6F                                                                                                     

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�15                                                



  (D6E0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED FOR THE WINCH AT       2C                                                     

         EACH STATION?                                                                                                            

         REF: END OF SECTION 6F                                                                                                     

*************************************************************************************                                               

  (D6F0) ARE LUBRICATION CHARTS POSTED FOR EACH WINCH?                       3D                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

              OPNAVINST 5100.19 B ART C0202.AB(B)                                                                                   

              NAVSUPPUB 2002                                                                                                        

*************************************************************************************                                               

  (D6G0) IS A CAUTION PLATE POSTED AT THE RAM � "ENSURE THAT THE END OF      2C                                                     

         THE WIRE IS SECURE BEFORE CHARGING THE RAM"?                                                                             

         REF: GSFS 602H                                                                                                             

              NWP 14D APPENDIX B.2.1                                                                                                

*************************************************************************************                                               

  (D6H0) ARE SYNTHETIC FIRE RESISTANT HYDRAULIC FLUID WARNING SIGNS          2C                                                     

         POSTED AT EACH RAM TENSIONER?                                                                                            

         REF: GSFS 602H/GSO 602H                                                                                                    

              NWP 14D APPENDIX B.1.5                                                                                                

              NAVSEAINST 5100.13                                                                                                    

*************************************************************************************                                               

  (D6I0) ARE WARNING LABEL PLATES ON THE FORWARD SIDE OF THE SLIDING         2C                                                     

         PADEYE AND EACH AFT LEG PROVIDING PROCEDURES FOR INSTALLING                                                                

         THE 1�1/4 INCH LOCKING PIN IN THE OPERATING POSITION HOLE VICE                                                             

         THE STOWED POSITION? (RETRACTABLE SPE ONLY)                                                                              

         REF: END OF SECTION 6J                                                                                                     

*************************************************************************************                                               

  (D6J0) ARE RED STRIPES PAINTED ON THE SLIDING PADEYE AFT LEG WHERE THE     2C                                                     

         OPERATING PIN IS TO BE INSERTED?RETRACTABLE SPE ONLY)                                                                    

         REF: SHIPALT DDG 2/15�696, DDG 31�301                                                                                      

              SHIPALT CGN 25�1132,CG�16�1384                                                                                        

              SHIPALT CGN 36�117                                                                                                    

              APPLICABLE EQUIPMENT TECH MANUALS                                                                                     

*************************************************************************************                                               

                                                                                                                                    

   7. DECK COVERING                                                                                                                 

                                                                                                                                    

  (D7A0) IS NON�SKID PROVIDED ON DECK AROUND ALL REPLENISHMENT EQUIPMENT     3C                                                     

         AND HANDLING AREAS?                                                                                                      

         REF: NWP 14D ART 2.9.1.13                                                                                                  

              NSTM 634, GSFS & GSO 634                                                                                              

              OPNAVINST 5100.19B  ART C0302                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   8. FUEL HOSE                                                                                                                     

                                                                                                                                    

  (D8A0) ARE THE FUEL HOSE STRESS WIRES 1/2 INCH DIA CRES?                   3C                                                   

         REF: NWP 14D  ART 3.8                                                                                                      

*************************************************************************************                                               

  (D8B0) IS THE FUEL HOSE HYDROSTATIC TEST DATE STENCILED ON THE END         3C                                                     

         OF HOSE?                                                                                                                 

         REF: MRC A�124 A�1R                                                                                                        

              NSTM 541                                                                                                              

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�16                                                



                                                                                                                                    

   9. SHACKLES                                                                                                                      

                                                                                                                                    

  (D9A0) ARE ALL SHACKLES SEIZED AND/OR COTTER PINS IN PLACE AS              2C                                                     

         APPLICABLE?                                                                                                              

         REF: NWP 14D 2.3.3                                                                                                         

              OPNAVINST 5100.19B  ART C0302.A                                                                                       

*************************************************************************************                                               

                                                                                                                                    



E. ANCHOR HANDLING AND STOWAGE                      (3DKE1A0)                                                                       

                                                                                                                                    

   1. CHAIN LOCKER                                                                                                                  

                                                                                                                                    

  (E1A0) IS CHAIN LOCKER CLEAR OF TRASH/DEBRIS?                              3C                                                   

         REF: OPNAVINST 5100.19B  ART C0602.I                                                                                       

*************************************************************************************                                               

  (E1B0) ARE FOOT HOLES PROVIDED IN CHAIN LOCKER (AS APPLICABLE)?            3C                                                   

         REF: GSFS 622B/GSO 622C                                                                                                    

*************************************************************************************                                               

  (E1C0) ARE CHAIN LOCKER LADDER RUNGS BROKEN/BENT (AS APPLICABLE)?          3C                                                   

         REF: GSFS 622B/GSO 622C                                                                                                    

*************************************************************************************                                               

  (E1D0) IS THE BITTER END OF THE CHAIN IN THE CHAIN LOCKER SECURED WITH     2C                                                     

         THE CORRECT SIZE SCREW PIN ANCHOR SHACKLE/SHACKLE PIN SEIZED?                                                            

         REF: GSFS 581B PAGE 3                                                                                                      

              NSTM 581, TABLE 581�2                                                                                                 

              MIP H�102/5811                                                                                                        

              OPNAVINST 5100.19B  ART C0602.M                                                                                       

*************************************************************************************                                               

  (E1E0) IS GAS FREE CERTIFICATION SAFETY PLACARD "ENTERING VOIDS OR         1C                                                     

         OTHER UNVENTILATED SPACES OR COMPARTMENTS FLOODED WITH CO2"                                                                

         POSTED AT THE ACCESS TO THE CHAIN LOCKER?                                                                                

         REF: GSFS 602J/GSO 602J                                                                                                    

              NSTM 9550.3.1.1                                                                                                       

              OPNAVINST 5100.19B  ART C0602.H                                                                                       

*************************************************************************************                                               

                                                                                                                                    

   2. CHAIN ASSEMBLY                                                                                                                

                                                                                                                                    

  (E2A0) IS THE EYE OF THE SWIVEL AND THE ANCHOR BENDING SHACKLE FACING      3C                                                     

         AWAY FROM THE ANCHOR?                                                                                                    

         REF: NSTM 581, FIG 581�2                                                                                                   

*************************************************************************************                                               

  (E2B0) ARE ALL DETACHABLE LINKS IN THE SWIVEL SHOT ASSEMBLY PROVIDED       2C                                                     

         WITH CRES HAIRPIN LOCKS/LEAD PLUGS IN PLACE?                                                                             

         REF: NSTM 581�3.71                                                                                                         

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E2C0) ARE CHAIN MARKINGS CLEARLY VISIBLE?                                 3C                                                   

         REF: GSFS 602J/GSO 602J                                                                                                    

              NSTM 581�3.42/43/45                                                                                                   

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�17                                                



  (E2D0) ARE THERE ANY SIGNS OF DEFORMATION OR ELONGATION IN THE BENDING     1C                                                     

         SHOT LINKS?                                                                                                              

         REF: NSTM 581, FIG 581�2/3                                                                                                 

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E2E0) IS DETACHABLE LINK TOOL BOX AVAILABLE/COMPLETE?                     3C                                                   

         REF: NSTM 581�3.73                                                                                                         

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E2F0) IS THE SWIVEL LOCATED INBOARD OF THE FIRST CHAIN STOPPER?           3C                                                   

         REF: NSTM 581�3.70                                                                                                         

*************************************************************************************                                               

  (E2G0) IS A MOORING SHACKLE ON BOARD?                                      3C                                                   

         REF: NSTM 581�3.77/78/79                                                                                                   

*************************************************************************************                                               

  (E2H0) IS A CLEAR HAWSE PENDANT ON BOARD?                                  3C                                                   

         REF: NSTM 581�3.77/78/79                                                                                                   

              GSFS 581A/GSO 581B                                                                                                    

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E2I0) ARE DIP ROPES ON BOARD?                                             3C                                                   

         REF: NSTM 581�3.77/78/79                                                                                                   

              GSFS 581A/GSO 581B                                                                                                    

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

   3. SOUNDING PLATFORM                                                                                                             

                                                                                                                                    

  (E3A0) IS THE SOUNDING PLATFORM (LEADSMAN) AVAILABLE AND IN                3C                                                     

         SATISFACTORY MATERIAL CONDITION?                                                                                         

         REF: GSFS 611G/GSO 611G                                                                                                    

*************************************************************************************                                               

  (E3B0) ARE FORE AND AFT LIFERAILS 38" HIGH?                                3C                                                   

         REF: GSFS 611G/GSO 611G                                                                                                    

*************************************************************************************                                               

  (E3C0) ARE OUTBOARD LIFELINES PHOSPHOR BRONZE WIRE COVERED WITH A          3C                                                     

         PLASTIC COATING? (1/2" CRES�GSO 611G)                                                                                    

         REF: GSFS 611G                                                                                                             

*************************************************************************************                                               

  (E3G0) IS A SOUNDING LEAD AVAILABLE?                                       2C                                                   

         REF: OPNAVINST 3120.32B TABLE 6�1                                                                                          

*************************************************************************************                                               

  (E3H0) ARE SOUNDING LEAD MARKINGS AND SPACING CORRECT?                     2C                                                   

         REF: SEAMAN RATE TRAINING MANUAL CHAP V                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   4. ANCHOR WINDLASS                                                                                                               

                                                                                                                                    

  (E4A0) IS TEST LABEL PLATE ATTACHED AND CURRENT  (ROH)?                    2C                                                   

         REF: NSTM 581�2.75                                                                                                         

              GSFS 602G/GSO 602G                                                                                                    

              OPNAVINST 5100.19B ART C0602.U.(4)                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�18                                                



  (E4B0) IS THE LUBRICATION CHART POSTED?                                    3D                                                   

         REF: GSFS 581C/602H                                                                                                        

              GSO 602H                                                                                                              

              OPNAVINST 5100.19B ART C0602.U.(4)                                                                                    

*************************************************************************************                                               

  (E4C0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED?                       2C                                                   

         REF: GSFS 581C/602H                                                                                                        

              NAVSUPPUB 2002                                                                                                        

              OPNAVINST 5100.19B  ART C0602.X                                                                                       

              GSO 602H                                                                                                              

*************************************************************************************                                               

  (E4D0) ARE CONTROL, CLUTCH AND BRAKE LABEL PLATES IN PLACE AND             2C                                                     

         READABLE?                                                                                                                

         REF: GSFS 581C/GSO 602H                                                                                                    

*************************************************************************************                                               

  (E4E0) ARE GYPSY OR CAPSTAN HEADS CLEAN AND FREE OF RUST AND GOUGES?       2C                                                   

         REF: NSTM 613 ART 9280.43.3H                                                                                               

              OPNAVINST 5100.19B  ART C0602.U.(3)                                                                                   

*************************************************************************************                                               

  (E4F0) IS NON�SKID OR NON SLIP TREADS PROVIDED ON THE DECK AROUND THE      3C                                                     

         WINDLASS?TOPSIDE AND BELOW DECKS)                                                                                        

         REF: GSFS 634/GSO 634                                                                                                      

              NSTM 634                                                                                                              

*************************************************************************************                                               

                                                                                                                                    

   5. STERN ANCHOR WINCH                                                                                                            

                                                                                                                                    

  (E5A0) IS THE WIRE ROPE MATERIAL CONDITION SATISFACTORY & RIGGING LOG      1B                                                     

         MAINTAINED?                                                                                                              

         REF: MIP H�101                                                                                                             

              NAVSEAMSG 301600Z SEP 86                                                                                              

*************************************************************************************                                               

  (E5B0) IS WIRE ROPE PROPERLY SPOOLED SO THAT THERE ARE NO LOOSE,           2B                                                     

         CROSSED, BURIED AND RIDING TURNS?                                                                                        

         REF: MIP H�101                                                                                                             

*************************************************************************************                                               

  (E5C0) IS WINCH PMS AND PRESERVATION SATISFACTORY?                         2B                                                   

         REF: MIP H�101                                                                                                             

*************************************************************************************                                               

  (E5D0) IS ANCHOR PREVENTER WIRE MATERIAL CONDITION SATISFACTORY?           2B                                                   

         (CORRODED, DISTORTED, CRACKED)                                                                                             

         REF: MIP H�101                                                                                                             

*************************************************************************************                                               

  (E5E0) ARE SCREW PIN SHACKLES SEIZED, OR COTTER PIN IN PLACE?              1B                                                   

         REF: MIP H�101                                                                                                             

*************************************************************************************                                               

  (E5F0) ARE CONTROLLER, BRAKE, PAWL, CLUTCH LABEL PLATES IN PLACE AND       2C                                                     

         READABLE?                                                                                                                

         REF: GSFS 581C/GSO 602H                                                                                                    

*************************************************************************************                                               

  (E5G0) IS LUBRICATION CHART POSTED?                                        3D                                                   

         REF: GSFS 581C/602H                                                                                                        

              GSO 602H                                                                                                              

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�19                                                



  (E5H0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED?                       2C                                                   

         REF: GSFS 581C/602H                                                                                                        

              GSO 602H                                                                                                              

*************************************************************************************                                               

  (E5I0) ARE GYPSY HEADS CLEAN AND FREE OF RUST AND GOUGES?                  2C                                                   

         REF: MIP H�101                                                                                                             

              NSTM 613 ART 9280.43.3H                                                                                               

*************************************************************************************                                               

  (E5J0) IS NON�SKID PROVIDED ON DECK AROUND THE WINCH?                      3C                                                   

         REF: GSFS 634/GSO 634                                                                                                      

              NSTM 634                                                                                                              

*************************************************************************************                                               

                                                                                                                                    

   6. GROUND TACKLE APPENDAGES                                                                                                      

                                                                                                                                    

  (E6A0) ARE WIRE NET LIFE GRATINGS IN PLACE OVER HAWSE PIPE OPENINGS?       2B                                                   

         WATERTIGHT COVER IS REQUIRED FOR HAWSE PIPE OPENINGS IN AN                                                                 

         ENCLOSED COMPARTMENT.                                                                                                      

         REF: GSFS 581B                                                                                                             

              OPNAVINST 5100.19B  ART C0602.Q                                                                                       

              MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E6B0) ARE GRATING AND COVER SECURING DOGS AND STAPLES INTACT?             2B                                                   

         REF: MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E6C0) IS A HORN OR SIMILAR SUITABLE DEVICE PROVIDED AT THE INBOARD END    2B                                                     

         OF THE HAWSE PIPE FOR SECURING THE ANCHOR WITH A PREVENTER WIRE                                                            

         WHEN THE ANCHOR CHAIN IS UNSHACKLED?                                                                                     

         REF: GSFS 581B                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   7. ANCHOR CHAIN STOPPER                                                                                                          

                                                                                                                                    

  (E7A0) ARE THERE ANY SIGNS OF CRACKS, DEFORMATION OR EXCESSIVE WEAR?       2B                                                   

         REF: MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E7B0) IS PMS AND PRESERVATION SATISFACTORY?                               2B                                                   

         REF: MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E7C0) ARE SHACKLE PINS SEIZED?                                            2B                                                   

         REF: MIP H�102/5811                                                                                                        

*************************************************************************************                                               

  (E7D0) HAVE STOPPERS USED FOR TOWING BEEN MODIFIED TO ACCEPT A LOCKING     2B                                                     

         PLATE AND COTTER PIN?                                                                                                    

         REF: NSTM 581�3.69                                                                                                         

              OPNAVINST 5100.19B  ART C0602.W.(4)                                                                                   

              NAVSEADWG S2605�860000 REV E                                                                                          

*************************************************************************************                                               

                                                                                                                                    



F. MOORING AND TOWING                               (3DKF1A0)                                                                       

                                                                                                                                    

   1. AUTOMATIC TOWING WINCH                                                                                                        

                                                                                                                                    

  (F1A0) IS WIRE ROPE PMS AND MATERIAL CONDITION SATISFACTORY AND            1B                                                     

         RIGGING LOG MAINTAINED?                                                                                                  

         REF: MIP H�107/14                                                                                                          

              NAVSEA MSG 301600Z SEP 86                                                                                             

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�20                                                



  (F1B0) IS WIRE ROPE PROPERLY SPOOLED SO THAT THERE ARE NO LOOSE,           2B                                                     

         CROSSED, BURIED AND RIDING TURNS?                                                                                        

         REF: MIP H�107/14                                                                                                          

*************************************************************************************                                               

  (F1C0) IS WINCH PMS AND PRESERVATION SATISFACTORY?                         2B                                                   

*************************************************************************************                                               

  (F1D0) ARE CONTROLLER, BRAKE, PAWL AND CLUTCH LABEL PLATES IN PLACE        2C                                                     

         AND READABLE?                                                                                                            

         REF: GSFS 582G/GSO 602H                                                                                                    

*************************************************************************************                                               

  (F1E0) IS LUBRICATION CHART POSTED?                                        3D                                                   

         REF: GSFS 582G/602H                                                                                                        

              GSO 602H                                                                                                              

*************************************************************************************                                               

  (F1F0) ARE SAFETY AND OPERATING INSTRUCTIONS POSTED?                       2C                                                   

         REF: GSFS 582G/602H                                                                                                        

              OPNAVINST 5100.19B  ART C0603.R                                                                                       

              GSO 602H                                                                                                              

*************************************************************************************                                               

  (F1G0) IS NON SKID PROVIDED ON DECK?                                       3C                                                   

         REF: NSTM 634                                                                                                              

              GSFS 634/GSO 634                                                                                                      

*************************************************************************************                                               

                                                                                                                                    

   2. LINES                                                                                                                         

                                                                                                                                    

  (F2A0) ARE MANILA�6 THREAD TATTLETALE LINES INSTALLED ON ALL SYNTHETIC     1B                                                     

         MOORING LINES (EXCEPT KEVLAR) AS FOLLOWS:                                                                                  

                TYPE OF LINE        LENGTH (INCHES)   DISTANCE (INCHES)                                                             

          NYLON (3�STRAND)               35.5                30                                                                     

          NYLON (DBL BRAID)              43.5                40                                                                     

          NYLON (PLAITED)                43.5                40                                                                     

          POLYESTOR (3�STRAND)           63.5                60                                                                     

          POLYESTOR (PLAITED)            62.5                60                                                                     

          POLYESTOR (DBL BRAID)          62.                 60                                                                     

          POLYESTOR (DBL BRAID)          62.                 60                                                                     

         REF: NSTM 613�2.13.3                                                                                                       

              OPNAVINST 5100.19B  ART C0504.D                                                                                       

              SHIPS SAFETY BULLETIN, NOV 88                                                                                         

*************************************************************************************                                               

  (F2B0) ARE COGNIZANT PERSONNEL AWARE THAT MANILA LINE 5 YEARS OR OLDER     2C                                                     

         SHALL NOT BE USED FOR CRITICAL OPERATIONS INVOLVING PERSONNEL?                                                           

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2C0) IF MANILA, IS THE AGE OF THE PAINTER'S STAGE LINE KNOWN?            2C                                                   

         (REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                                     

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2D0) IF MANILA, IS THE AGE OF THE BOS'N CHAIR LINE KNOWN?REPLACE         2C                                                   

         WITH SYNTHETIC AS AUTHORIZED)                                                                                              

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�21                                                



  (F2E0) IF MANILA, IS THE AGE OF FUELING AT SEA TACKLE AND RIDING LINES     2C                                                     

         KNOWN?                                                                                                                   

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2F0) IF MANILA, IS THE AGE OF VARIOUS TACKLES USED FOR LIFTING           2C                                                     

         THROUGHOUT THE SHIP AND IN REPAIR LOCKERS KNOWN?REPLACE WITH                                                             

         SYNTHETIC AS AUTHORIZED)                                                                                                   

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2G0) IF MANILA, IS THE AGE OF THE CARGO AND BOAT BOOM GUY ROPES          2C                                                     

         KNOWN?REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                              

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2H0) IF MANILA, IS THE AGE OF THE BOAT DAVIT MONKEY ROPES KNOWN?         2C                                                   

         (REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                                     

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2I0) IF MANILA, IS THE AGE OF THE SMALL BOAT ANCHOR LINES KNOWN?         3C                                                   

         (REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                                     

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2J0) IF MANILA, IS THE AGE OF THE LIFE BOAT SEA PAINTERS KNOWN?          2B                                                   

         (REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                                     

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2K0) IF MANILA, IS THE AGE OF THE PERSONNEL HIGHLINE/INHAUL AND          2B                                                     

         OUTHAUL LINES KNOWN?REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2L0) IF MANILA, IS THE AGE OF THE REPLENISHMENT AT SEA MESSENGERS        3B                                                     

         KNOWN?REPLACE WITH SYNTHETIC AS AUTHORIZED)                                                                              

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2M0) IF MANILA, IS THE AGE OF THE MOTORWHALE BOAT LIFTING SLING GUY      2B                                                     

         LEGS KNOWN? (N/A MWB W/FIXED LIFTING BALE)                                                                               

         REF: NSTM 613�2.9.1                                                                                                        

*************************************************************************************                                               

  (F2N0) ARE SYNTHETIC LINES EMPLOYED PARALLEL WITH A LOWER ELONGATION       3D                                                     

         MATERIAL AND DISSIMILAR ROPES SUCH AS WIRE, MANILA, SISAL,                                                                 

         KEVLAR AND NYLON WITH POLYESTER OR POLYPROPYLENE ROPES AND/OR                                                              

         OF DIFFERENT CONSTRUCTIONS?                                                                                              

         REF: NSTM 613�2.13.5                                                                                                       

*************************************************************************************                                               

  (F2O0) IS NYLON TOWING AND MOORING HAWSERS MATERIAL CONDITION              1B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�107/5821                                                                                                        

              NAVSEA MSG 220053Z OCT 88                                                                                             

              NSTM 613�2.15.                                                                                                        

*************************************************************************************                                               

  (F2P0) IF INSTALLED ON DOUBLE BRAID NYLON TOWING HAWSER, IS THE SHIP       1B                                                     

         AWARE THAT A BOSTON THIMBLE MUST BE REPLACED?                                                                            

         REF: NAVSEA MSG 220053Z OCT 88                                                                                             

              NSTM 613�2.13.10                                                                                                      

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�22                                                



                                                                                                                                    



G. BOATS, BOAT HANDLING & STOWAGE                   (3DKG1A0)                                                                       

                                                                                                                                    

   1. BOATS AND ASSOCIATED COMPONENTS                                                                                               

                                                                                                                                    

  (G1A0) IS ANCHOR AVAILABLE, IS CHAFING CHAIN ATTACHED, ARE SHACKLE PINS    2B                                                     

         SEIZED                                                                                                                     

         REF: NSTM 583�2.4                                                                                                          

              AEL 2�820004001                                                                                                       

              OPNAVINST 3120.32A,ART 630.1.5.8                                                                                      

              OPNAVINST 5100.19B  ART C0404.W                                                                                       

*************************************************************************************                                               

  (G1B0) IS A WEATHER TIGHT BOX AVAILABLE ON A BULKHEAD OR DECK ADJACENT     3C                                                     

         TO BOATS DESIGNATED FOR ABANDONSHIP STATION FOR STOWAGE OF                                                                 

         ABANDONSHIP EQUIPMENT?S LABEL PLATE "ABANDON SHIP EQUIPMENT �                                                            

         LOAD INTO BOAT UPON ABANDON SHIP SIGNAL" POSTED ON THE BOX?                                                              

         REF: OPNAVINST 3120.32B, TABLE 6�8                                                                                         

              NAVSEA DWG 804�5959215                                                                                                

              GSFS 583A/GSO 583A, 671C                                                                                              

*************************************************************************************                                               

  (G1C0) ARE BILGES AND ENGINE CLEAN AND FREE OF FIRE HAZARDS?               2B                                                   

         REF: NSTM 583�5.23                                                                                                         

              OPNAVINST 5100.19B  ART C0404.G                                                                                       

*************************************************************************************                                               

  (G1D0) IS A FIFTEEN�POUND CO2 EXTINGUISHER AND PLACARD INSTALLED AND       2B                                                     

         PROPERLY MAINTAINED?                                                                                                     

         REF: MIP A�605                                                                                                             

              OPNAVINST 5100.19B  ART C0404.S & W                                                                                   

              NSTM 583�2.4                                                                                                          

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G1E0) IS A COMPASS, COMPASS LIGHT, DEVIATION TABLE AND COMPASS LOG        2B                                                     

         AVAILABLE? ADJUSTED ANNUALLY                                                                                            

         REF: NSTM 252�1.43 THRU 1.45E                                                                                              

              OPNAVINST 3120.32B ART 630.1.5.3                                                                                      

              NSTM 583�2.4                                                                                                          

              OPNAVINST 5100.19B  ART C0404.W                                                                                       

*************************************************************************************                                               

  (G1F0) IS A COLD WEATHER STARTER AND LABEL INSTALLED AND OPERABLE?         3C                                                   

         REF: NSTM 233�4.39                                                                                                         

              MIP H�230 AND MIP 5033                                                                                                

*************************************************************************************                                               

  (G1G0) IS AN EMERGENCY TILLER AVAILABLE?                                   3C                                                   

         REF: NSTM 583�2.6.16                                                                                                       

              OPNAVINST 5100.19B  ART C0404.W                                                                                       

*************************************************************************************                                               

  (G1H0) IS RAMP EMERGENCY HOISTING EQUIPMENT AVAILABLE (LCVP/LCM)?          2B                                                   

         REF: LANDING CRAFT AND THEIR EMPLOYMENT                                                                                    

              NSTM 583�2.4                                                                                                          

              MIP H�230                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�23                                                



  (G1I0) IS EMERGENCY LIGHTING (BATTLE LANTERN) AVAILABLE?                   3C                                                   

         REF: NSTM 583�2.4                                                                                                          

              OPNAVINST 5100.19B  ART C0404.W                                                                                       

*************************************************************************************                                               

  (G1J0) ARE FUEL REMOTE SHUT�OFF VALVE REACH RODS AND LABELS                2B                                                     

         INSTALLED AND OPERABLE?                                                                                                  

         REF: GSFS 502B/GSO 502C                                                                                                    

              NSTM 583�5.29                                                                                                         

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G1K0) ARE CREW SAFETY HELMETS AVAILABLE?                                  2B                                                   

         REF: OPNAVINST 5100.19B  ART C0402.B                                                                                       

              OPNAVINST 3120.32B ART 630.1.4.C                                                                                      

*************************************************************************************                                               

  (G1L0) IS HORN AND LABEL INSTALLED AND OPERABLE?                           3C                                                   

         REF: NSTM 583�6.26                                                                                                         

              OPNAVINST 3120.32B ART 630.1.5.4                                                                                      

              OPNAVINST 5100.19B  ART 0404.W                                                                                        

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G1M0) IS BELL AVAILABLE?                                                  3C                                                   

         REF: NSTM 583�6.27                                                                                                         

              OPNAVINST 3120.32B ART 630.1.5.4                                                                                      

              OPNAVINST 5100.19B  ART C0404.W                                                                                       

*************************************************************************************                                               

  (G1N0) ARE LIFE JACKETS AVAILABLE FOR ALL MEMBERS OF THE CREW AND          1B                                                     

         PASSENGERS?                                                                                                              

         REF: OPNAVINST 3120.32B ART 630.1.5.2                                                                                      

              OPNAVINST 5100.19B  ART C0404.Q                                                                                       

*************************************************************************************                                               

  (G1O0) ARE TWO 18 INCH LIFE�RINGS AVAILABLE?                               1B                                                   

         REF: OPNAVINST 3120.32B ART 630.1.5.9                                                                                      

              OPNAVINST 5100.19B  ART C0404.M                                                                                       

              NSTM 583�2.4                                                                                                          

*************************************************************************************                                               

  (G1P0) ARE NAVIGATIONAL LIGHTS AVAILABLE?                                  2B                                                   

         REF: NSTM 583�6.12 & TABLE 583�4                                                                                           

              BOAT ALT GEN/25A REV B                                                                                                

              OPNAVINST 5100.19B  ART C0404.V                                                                                       

              OPNAVINST 3120.32B ART 630.1.5.C                                                                                      

*************************************************************************************                                               

  (G1Q0) IS THE PROPELLER CORRECTLY SECURED TO THE SHAFT, (2) NUTS,          3C                                                     

         SMALL ONE OUTBOARD AND LOCKED WITH STEEL COTTER PIN?                                                                     

         REF: MIP A�14                                                                                                              

*************************************************************************************                                               

  (G1R0) IS SEAPAINTER PROPERLY RIGGED?                                      2B                                                   

         REF: NSTM 583�9.4                                                                                                          

*************************************************************************************                                               

  (G1S0) IS THE KEEL SUPPORT AND SHOE PRESERVATION AND MATERIAL              3C                                                     

         CONDITION AND FIT SATISFACTORY?                                                                                          

         REF: NSTM 583�9.78                                                                                                         

              MIP H�218                                                                                                             

*************************************************************************************                                               
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  (G1T0) IS THE WINDSHIELD CLEAR, UNCRACKED AND WIPERS OPERABLE?             3C                                                   

         REF: MIP H�230                                                                                                             

*************************************************************************************                                               

  (G1U0) IS THE ENGINE EXHAUST PIPE PROPERLY INSULATED WITH REFRACTORY       3C                                                     

         FELT COVERED BY GLASS CLOTH, AND ATTACHED WITH NON�CONDUCTIVE                                                              

         FITTINGS?                                                                                                                

         REF: NSTM 583�5.51                                                                                                         

*************************************************************************************                                               

  (G1W0) ARE WEATHER DECKS AND FLATS OF PLASTIC BOATS COATED WITH            3B                                                     

         NON�SKID?                                                                                                                

         REF: NSTM 583�11.96                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

   2. BOAT STEERING                                                                                                                 

                                                                                                                                    

  (G2A0) IS STEERING CABLE PMS AND MATERIAL CONDITION SATISFACTORY?          3C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G2B0) ARE THE TURN BUCKLE LOCKING NUTS OR PINS (AS APPLICABLE)            2B                                                     

         INSTALLED?                                                                                                               

         REF: MIP H�230 AND 5833                                                                                                    

*************************************************************************************                                               

  (G2C0) IS THE STEERING CHAIN GUARD IN PLACE OVER SPROCKET WHEEL IN         2B                                                     

         ENGINE COMPARTMENT (LCM)?                                                                                                

         REF: MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   3. INSTRUMENT PANEL, BOAT                                                                                                        

                                                                                                                                    

  (G3A0) ARE ENGINES GAUGES, THERMOMETERS AND TACHOMETER INSTALLED           2B                                                     

         AND OPERABLE AND LABELS INSTALLED?                                                                                       

         REF: MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G3B0) ARE PANEL LIGHTS INSTALLED AND OPERABLE?                            3C                                                   

         REF: BOAT ALT GEN/16C                                                                                                      

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   4. RAMP, BOAT                                                                                                                    

                                                                                                                                    

  (G4A0) IS THE RAMP CABLE PMS AND MATERIAL CONDITION SATISFACTORY?          2B                                                   

         REF: MIP H�230                                                                                                             

*************************************************************************************                                               

  (G4B0) ARE RAMP DOGS AND OR PREVENTER CHAINS INSTALLED AND IN              2B                                                     

         SATISFACTORY MATERIAL CONDITION?                                                                                         

         REF: MIP H�230                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   5. BOAT SLING                                                                                                                    

                                                                                                                                    

  (G5A0) IS THE SLING PMS AND MATERIAL CONDITION SATISFACTORY?               2B                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               
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  (G5B0) ARE SHACKLE PINS SEIZED AND COTTER PINS IN PLACE?                   2B                                                   

         REF: NSTM 583�7.20                                                                                                         

              MIP H�230                                                                                                             

*************************************************************************************                                               

  (G5C0) IS THE TEST LABEL BAND INSTALLED AND CURRENT 18 MONTH INTERVAL?     2B                                                   

         REF: NSTM 583�7.1                                                                                                          

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   6. SIGNS/PLACARDS AND INSTRUCTIONS, BOAT                                                                                         

                                                                                                                                    

  (G6A0) ARE ENGINE AND REFUELING INSTRUCTIONS INSTALLED/AVAILABLE?          2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              NAVSUPPUB 2002                                                                                                        

              OPNAVINST 3120.32B ART 630.1.5.E                                                                                      

*************************************************************************************                                               

  (G6B0) ARE STANDING ORDERS TO COXSWAINS KEPT IN EACH BOAT?                 2C                                                   

         REF: OPNAVINST 3120.32B ART 630.1.5.K                                                                                      

*************************************************************************************                                               

  (G6D0) IS MAXIMUM OPERATING SPEED POSTED?                                  2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              OPNAVINST 3120.32B ART 630.1.5.B                                                                                      

*************************************************************************************                                               

  (G6E0) IS "NO SMOKING" POSTED?                                             2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              NAVSUPPUB 2002                                                                                                        

              OPNAVINST 5100.19B  ART C0404.H                                                                                       

*************************************************************************************                                               

  (G6F0) IS RAMP (LCVP/LCM) PLACARD POSTED?                                  2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G6G0) IS RECALL/LIFE BOAT SIGNALS POSTED?                                 2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              OPNAVINST 3120.32B  TABLE 6�8                                                                                         

*************************************************************************************                                               

  (G6H0) IS BOAT ALT PLATE INSTALLED?                                        2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              NSTM 583�5.2                                                                                                          

*************************************************************************************                                               

  (G6I0) IS BOAT CAPACITY PLATE INSTALLED?                                   2C                                                   

         REF: MIP H�230 AND MIP 5833                                                                                                

              NSTM 583�5.1                                                                                                          

*************************************************************************************                                               

  (G6J0) IS MWB FWD COMPARTMENT CAPACITY PLATE INSTALLED?                    2C                                                   

         REF: BOAT ALT 26 FOOT/MWB 10A                                                                                              

*************************************************************************************                                               

  (G6K0) IS A BATTERY CHARGING SAFETY PLACARD AVAILABLE?                     2C                                                   

         REF: NAVSUPPUB 2002                                                                                                        

              NSTM 583�5.54                                                                                                         

              OPNAVINST 5100.19B  ART C0904.B                                                                                       

*************************************************************************************                                               
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  (G6L0) IS A HEARING PROTECTION SIGN POSTED IN THE ENGINE COMPARTMENT       2C                                                     

         ACCESS?LCM ONLY)                                                                                                         

         REF: BUMEDINST 6260.6B                                                                                                     

              OPNAVINST 5100.23B CHAP18,ART 18104                                                                                   

              OPNAVINST 5100.19B ART B0402.C.(1)                                                                                    

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (G6M0) ARE BOAT HOISTING FITTING TEST PLATES INSTALLED AND FITTINGS        2B                                                     

         TESTED(EACH ROH)?                                                                                                        

         REF: OPNAVINST 3120.32B  ART 630                                                                                           

              NSTM 583�7.13                                                                                                         

              MIP H�230 AND MIP 5833                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   7. GRIPES, BOAT                                                                                                                  

                                                                                                                                    

  (G7A0) ARE TAKE UP DEVICES MARKED TO INDICATE LIMIT OF TENSIONING?         3C                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.85                                                                                                         

              GSFS 583B                                                                                                             

              GSFS 583B/GSO 583B                                                                                                    

*************************************************************************************                                               

  (G7B0) ARE GRIPES EQUIPPED WITH QUICK RELEASE FITTINGS (DAVIT STOWAGE)?    3C                                                   

         REF: NSTM 583�9.83.3                                                                                                       

              GSFS 583B/GSO 583B                                                                                                    

*************************************************************************************                                               

  (G7C0) IS WIRE PMS AND MATERIAL CONDITION SATISFACTORY?                    2B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               

  (G7D0) ARE TURN BUCKLES EQUIPPED WITH LOCK NUTS?                           3C                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (G7E0) ARE SHACKLES SEIZED AND/OR COTTER PINS INSTALLED?                   1B                                                   

         REF: NSTM 583�9.53                                                                                                         

              MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               

                                                                                                                                    



H. BOAT DAVITS AND COMPONENTS                       (3DKH1A0)                                                                       

                                                                                                                                    

   1. BOAT DAVITS, GENERAL                                                                                                          

                                                                                                                                    

  (H1A0) IS AN ANNUAL LOAD TEST CONDUCTED?                                   2B                                                   

         REF: NSTM 583�9.65                                                                                                         

              MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               

  (H1B0) IS WIRE ROPE AND 3 1/2 INCH CIRC DOUBLE BRAIDED NYLON (AS           1B                                                     

         APPLICABLE) FALLS PMS AND MATERIAL CONDITION SATISFACTORY?                                                               

         IS RIGGING LOG MAINTAINED?                                                                                               

         REF: NSTM 583�9.50                                                                                                         

              MIP H�207, 208, 209, 211                                                                                              

              NAVSEAMSG 301600Z SEP 86                                                                                              

*************************************************************************************                                               
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  (H1C0) ARE PROTECTIVE GUARDS/COVERS INSTALLED OVER TRACKWAYS, SHEAVES      1B                                                     

         AND FALLS EXPOSED IN PERSONNEL WORKING AREAS?                                                                            

         REF: GSFS 070I, 071A, 583A                                                                                                 

              OPNAVINST 5100.19B ART C1302.A.(16)                                                                                   

              GSO 070H, 071B, 583A                                                                                                  

*************************************************************************************                                               

  (H1D0) IS A LADDER PROVIDED FOR ACCESS TO BOATS/DAVIT HEADS?               3C                                                   

         (AS REQUIRED)                                                                                                              

         REF: GSFS 622B/583A                                                                                                        

              GSO 583A, 622C                                                                                                        

*************************************************************************************                                               

  (H1E0) AMBER NIGHT LIGHTING PROVIDED (2) PERMANENTLY MOUNTED AT THE        2B                                                     

         LAUNCH AREA AND (1) FOR CONTROL STATION UNLESS ILLUMINATED BY                                                              

         ONE OF THE TWO, AND (2) PERMANENTLY MOUNTED BRACKETS AND                                                                   

         RECEPTACLES FOR PORTABLE FLOODLIGHTS FOR ILLUMINATION OF THE                                                               

         WATER IN THE LAUNCH AREA?                                                                                                

         REF: GSFS 332/GSO 332G                                                                                                     

              NAVSEA LTR 91C�211 DTD 1 SEP 83                                                                                       

*************************************************************************************                                               

  (H1F0) ARE TRACKWAY AND DAVIT HEAD LIMIT SWITCHES OPERABLE?                1B                                                   

         REF: NSTM 583�9.25/9.32                                                                                                    

              MIP H�207, 208, 211 (5831)                                                                                            

              OPNAVINST 5100.19B  ART C1303.A                                                                                       

*************************************************************************************                                               

  (H1G0) IS NON�SKID PROVIDED ON DECK, LINE HANDLING AND WORK AREAS?         3B                                                   

         REF: NSTM 634.1                                                                                                            

              GSFS 634/GSO 634                                                                                                      

*************************************************************************************                                               

  (H1H0) ARE CONTRASTING STRIPES 2" WIDE PAINTED ON TRACKWAY & SOME          1B                                                     

         PIVOTED TYPE DAVITS? (DAVIT ARMS, TRACKWAYS & POSITIVE STOPS)                                                            

         REF: NSTM 583�9.27                                                                                                         

              MIP H�207 (5831)                                                                                                      

              OSHA 1910.144                                                                                                         

*************************************************************************************                                               

  (H1I0) ARE TYPE I BONDING STRAPS INSTALLED AT THE SWIVEL OR HINGED         3D                                                     

         JOINTS ON BOOM TYPE DAVITS?                                                                                              

         REF: MIL�STD 1310D (NAVY)                                                                                                  

*************************************************************************************                                               

  (H1J0) ARE PERMANENT EYES EMPLOYED VICE WIRE ROPE CLIPS OR CLAMPS IN       3D                                                     

         FALLS, CONTROL CABLES, GRIPES, PREVENTER?                                                                                

         REF: GSFS 583A/GSO 583A                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   2. GRIPES, DAVIT HEAD PREVENTER                                                                                                  

                                                                                                                                    

  (H2A0) ARE GRIPES EQUIPPED WITH QUICK RELEASE FITTINGS?                    3B                                                   

         REF: GSFS 583D/NSTM 583�9.83                                                                                               

              GSO 583D                                                                                                              

*************************************************************************************                                               

  (H2B0) IS WIRE PMS AND MATERIAL CONDITION SATISFACTORY?                    2B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               
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  (H2C0) ARE TURNBUCKLES EQUIPPED WITH LOCK NUTS?                            2B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (H2D0) ARE SHACKLES SEIZED AND OR COTTER PINS INSTALLED?                   1B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   3. MONKEY LINES, BOAT DAVITS                                                                                                     

                                                                                                                                    

  (H3A0) ARE MONKEY LINES 3�1/2 INCH CIRC PLAITED SPUN POLYESTER, KNOTTED    3C                                                     

         FOR 18" REACH, SECURED TO SPANWIRE TO PREVENT SLIPPING (MANILA                                                             

         NYLON AUTH IF INSTALLED IAW DAVIT RIGGING ARRANGEMENT DWG)?                                                              

         REF: GSFS 583D/GSO 583D                                                                                                    

*************************************************************************************                                               

  (H3B0) ARE LINES LONG ENOUGH TO REACH 4 FEET ABOVE LIGHT LOAD LINE?        3C                                                   

         REF: GSFS 583D                                                                                                             

*************************************************************************************                                               

  (H3C0) ARE SHACKLE PINS SEIZED?                                            3C                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (H3D0) IS MATERIAL CONDITION SATISFACTORY?                                 2C                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               

                                                                                                                                    

   4. RAYMOND RELEASE HOOKS                                                                                                         

                                                                                                                                    

  (H4A0) IS HOOK MINIMUM SLOPE ANGLE 38 DEG (N/A SINGLE ARM DAVITS)?         1B                                                   

         REF: END OF SECTION H4F0                                                                                                   

*************************************************************************************                                               

  (H4C0) IS HOOK COMPATIBLE WITH BOAT HOISTING RING OR FIXTURE?              2B                                                   

         REF: END OF SECTION H4F0                                                                                                   

*************************************************************************************                                               

  (H4D0) DOES TRIPPER BILL MAKE CONTACT WITH INSIDE SURFACE OF HOOK?         2B                                                   

         REF: END OF SECTION H4F0                                                                                                   

*************************************************************************************                                               

  (H4E0) IS TRIPPER BILL HINGE PIN CRES, PEENED OVER ON BOTH ENDS, TIGHT     2B                                                     

         FIT?NAVY BRASS ACCEPTABLE IF INSTALLED AS ORIGINAL PIN, UNTIL                                                            

         IT REQUIRES REPLACEMENT)                                                                                                   

         REF: END OF SECTION H4F0                                                                                                   

*************************************************************************************                                               

  (H4F0) ARE HOOK ASSEMBLY SECURING PINS/COTTER PINS IN PLACE?               1B                                                   

         REF: NSTM 583�9.53/57                                                                                                      

              MIP H�207, 208, 209, 211 (5831)                                                                                       

              NAVSEADWG 803�5000941                                                                                                 

*************************************************************************************                                               

  (H4G0) ARE RRH TRIPPER BILL MOUSING LINE EITHER 3/8" OR 5/16" DIA          2B                                                     

         DOUBLE BRAID NYLON LONG ENOUGH TO TAKE 3 FIGURE 8'S AND 1                                                                  

         HALF HITCH?                                                                                                              

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               
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  (H4H0) IS THE FORWARD RRH SECURED TO THE BOAT HOISTING EYE, FACING AFT     1B                                                     

         AND THE AFT RRH FACING FORWARD ON FALLS OF DOUBLE ARM DAVITS?                                                            

         REF: MIP H�207 (5831)                                                                                                      

              SN & BM 3/2 RTM                                                                                                       

*************************************************************************************                                               

  (H4I0) IS THE RRH SECURED TO THE BOAT HOISTING BALE, FACING                1B                                                     

         OUTBOARD? (SINGLE ARM DAVITS ONLY)                                                                                       

         REF: DAVIT TECHNICAL MANUAL                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   5. STOPPER BARS/DAVIT ARM LATCHING PAWLS                                                                                         

                                                                                                                                    

  (H5A0) ARE STOPPER BARS PAINTED CONTRASTING COLOR (RED)?                   2B                                                   

         REF: NSTM 583�9.26                                                                                                         

              OPNAVINST 5100.19B ART C0104.A.(3)                                                                                    

*************************************************************************************                                               

  (H5B0) ARE STOPPER BAR LOCKING PINS/RETAINERS IN PLACE?                    1B                                                   

         REF: MIP H�207 (5831)                                                                                                      

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (H5C0) ARE STOPPER BAR TRIP HANDLES LABELED?AS APPLICABLE)                 2B                                                   

         REF: GSFS 602H/583G                                                                                                        

              GSO 602H/583G                                                                                                         

*************************************************************************************                                               

  (H5D0) ARE DAVIT ARM LATCHING PAWL RELEASE HANDLES LABELED?                2B                                                   

         REF: GSFS 602H/583G                                                                                                        

              GSO 602H/583G                                                                                                         

*************************************************************************************                                               

  (H5E0) IS DAVIT ARM LATCHING PAWL RELEASE CABLE PMS AND MATERIAL           2B                                                     

         CONDITION SATISFACTORY?                                                                                                  

         REF: MIP H�207                                                                                                             

*************************************************************************************                                               

  (H5F0) ARE DAVIT ARM LATCHING PAWL TURNBUCKLES EQUIPPED WITH LOCK          2B                                                     

         NUTS?                                                                                                                    

         REF: MIP H�207                                                                                                             

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   6. SPAN WIRE, DAVIT HEAD                                                                                                         

                                                                                                                                    

  (H6A0) IS THE SPAN WIRE PMS AND MATERIAL CONDITION SATISFACTORY?           1B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

*************************************************************************************                                               

  (H6B0) ARE SHACKLE PINS SEIZED AND/OR COTTER PINS INSTALLED?               1B                                                   

         REF: NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

                                                                                                                                    

   7. WINCH                                                                                                                         

                                                                                                                                    

  (H7A0) ARE HOISTING, LOWERING AND BRAKING CONTROLS GROUPED TOGETHER TO     2B                                                     

         PERMIT ONE MAN OPERATION?RE THEY IN A POSITION TO PROVIDE THE                                                            

         OPERATOR A CLEAR VIEW OF THE BOAT HANDLING OPERATION?                                                                    

         REF: GSFS 583D/GSO 583D                                                                                                    

*************************************************************************************                                               
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  (H7B0) ARE CONTROLLER LABEL PLATES INSTALLED AND READABLE?                 2B                                                   

         REF: GSFS 583G/602H                                                                                                        

              GSO 583G/602H                                                                                                         

              OPNAVINST 5100.19B  ART C0202.AB                                                                                      

*************************************************************************************                                               

  (H7C0) IS THE EMERGENCY DISCONNECT SWITCH LABELED COLORED RED              1B                                                     

         OPERABLE?                                                                                                                

         REF: GSFS 583G/602H                                                                                                        

              OPNAVINST 5100.19B  ART C0104.A.(3)                                                                                   

              GSO 583G/602H                                                                                                         

*************************************************************************************                                               

  (H7D0) IS PRESERVATION AND MATERIAL CONDITION SATISFACTORY?                1B                                                   

         REF: MIP H�207, 208, 209, 211                                                                                              

              OPNAVINST 3120.32B ART 310.C.9                                                                                        

*************************************************************************************                                               

  (H7E0) IS THE SPOOLING DEVICE PMS SATISFACTORY?                            1B                                                   

         REF: MIP A�33 (5831)                                                                                                       

*************************************************************************************                                               

  (H7F0) IS THE HAND CRANK LIMIT SWITCH OPERABLE?                            1B                                                   

         REF: MIP H�207, 208, 209, 211 (5831)                                                                                       

              NSTM 583�9.31                                                                                                         

              OPNAVINST 5100.19B ART C0104.A.(3)                                                                                    

*************************************************************************************                                               

  (H7G0) ARE OPERATING AND SAFETY PLACARDS POSTED?                           2B                                                   

         REF: GSFS 583G/602H                                                                                                        

              OPNAVINST 5100.19B ART C0202.AB.(8)                                                                                   

              GSO 583G/602H                                                                                                         

*************************************************************************************                                               

  (H7H0) IS A LUBRICATION CHART POSTED?                                      3D                                                   

         REF: GSFS 583G/602H                                                                                                        

              OPNAVINST 5100.19B ART C0202.AB.(8)                                                                                   

*************************************************************************************                                               

  (H7I0) IS A SYNTHETIC FIRE RESISTANT HYDRAULIC FLUID WARNING PLACARD       2B                                                     

         POSTED AT THE RAM (SINGLE ARM DAVIT)?                                                                                    

         REF: NAVSEAINST 5100.13                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   8. BOAT BOOM                                                                                                                     

                                                                                                                                    

  (H8A0) ARE THE LIFE�LINES IN SATISFACTORY CONDITION?                       2C                                                   

         REF: MIP H�206 AND MIP 5831                                                                                                

*************************************************************************************                                               

  (H8B0) IS THE JACOB'S LADDER IN SATISFACTORY CONDITION?                    2C                                                   

         REF: MIP H�206 AND MIP 5831                                                                                                

*************************************************************************************                                               

  (H8C0) IS THE RUNNING/STANDING RIGGING PMS AND MATERIAL CONDITION          2B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�206 AND MIP 5831                                                                                                

*************************************************************************************                                               

  (H8D0) IS NON�SKID DECK COVERING ON BOOM WALKWAY?                          3C                                                   

         REF: NSTM 634                                                                                                              

*************************************************************************************                                               

  (H8E0) IS THE BOOM LIGHT IN SATISFACTORY CONDITION?                        4D                                                   

         REF: MIP H�206                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�31                                                



  (H8F0) IS THE BONDING STRAP (TYPE I) ATTACHED?                             4D                                                   

         REF: MIL�STD 1310D                                                                                                         

              GSFS 170B/GSO 170C                                                                                                    

*************************************************************************************                                               

  (H8G0) IS THE GOOSE NECK GREASE FITTING IN SATISFACTORY CONDITION?         3C                                                   

         REF: MIP H�206 AND MIP 5831                                                                                                

*************************************************************************************                                               

  (H8H0) ARE HEEL PADS (SPREAD, HOLES ELONGATED) SATISFACTORY?               2B                                                   

         REF: MIP H�206 AND MIP 5831                                                                                                

*************************************************************************************                                               

  (H8I0) ARE SHACKLE PINS SEIZED AND/OR COTTER PINS IN PLACE?                2B                                                   

         REF: MIP H�206                                                                                                             

              NSTM 983�9.53                                                                                                         

*************************************************************************************                                               

  (H8J0) ARE TURNBUCKLES EQUIPPED WITH LOCK NUTS?                            2B                                                   

         REF: NSTM 583�9.53                                                                                                         

              MIP H�206                                                                                                             

*************************************************************************************                                               

  (H8K0) IS TEST DATA PLATE INSTALLED?                                       2B                                                   

         REF: MIP H�206                                                                                                             

              GSFS 095, 170/GSO 170I                                                                                                

*************************************************************************************                                               

                                                                                                                                    

   9. SMALL BOAT DECK STOWAGE AND/OR DOLLY                                                                                          

                                                                                                                                    

  (H9A0) ARE BOAT CHOCKS PROPERLY POSITIONED/ADJUSTED?                       3B                                                   

         REF: GSFS 583/GSO 583B                                                                                                     

              NSTM 583�9.82/83                                                                                                      

*************************************************************************************                                               

  (H9B0) ARE BOAT CHOCK CHAFING PADS IN PLACE, MATERIAL CONDITION            3B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�218                                                                                                             

*************************************************************************************                                               

  (H9C0) ARE DOLLY STOWAGE GRIPES ADEQUATE, MATERIAL CONDITION               2B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�218                                                                                                             

              GSFS 583B/GSO 583B                                                                                                    

*************************************************************************************                                               

  (H9D0) ARE BOAT GRIPE TAKE�UP DEVICES MARKED TO INDICATE LIMIT OF          3B                                                     

         TENSIONING?                                                                                                              

         REF: MIP H�218                                                                                                             

              NSTM 583�9.85                                                                                                         

              GSFS 583B/GSO 583B                                                                                                    

*************************************************************************************                                               

  (H9E0) ARE TURNBUCKLES EQUIPPED WITH LOCK NUTS?                            2B                                                   

         REF: MIP H�218                                                                                                             

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (H9F0) ARE SHACKLE/SECURING PINS SEIZED AND/OR COTTER PINS IN PLACE?       2B                                                   

         REF: MIP H�218                                                                                                             

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               
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  (H9G0) IS THE CRADLE HOIST WIRE AND WINCH PMS AND MATERIAL CONDITION       2B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�218                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   A. FLOATING BLOCKS                                                                                                               

                                                                                                                                    

  (HAA0) ARE FLOATING BLOCK LATCH RELEASE HANDLES/CABLES LABELED?            2B                                                   

         IF APPLICABLE                                                                                                              

         REF: GSFS 602H/583G                                                                                                        

              GSO 602H/583G                                                                                                         

*************************************************************************************                                               

  (HAB0) ARE FLOATING BLOCK LATCH RELEASE TURNBUCKLES EQUIPPED WITH          2B                                                     

         LOCK NUTS? (IF APPLICABLE)                                                                                               

         REF: MIP H�207 AND MIP 5833                                                                                                

              NSTM 583�9.53                                                                                                         

*************************************************************************************                                               

  (HAC0) IS FLOATING BLOCK LATCH RELEASE WIRE ROPE PMS AND MATERIAL          1B                                                     

         CONDITION SATISFACTORY? (IF APPLICABLE)                                                                                  

         REF: MIP H�207 AND MIP 5833                                                                                                

*************************************************************************************                                               

  (HAD0) IS THE FLOATING BLOCK BALE AND STRONGBACK LATCH PAINTED A           2B                                                     

         CONTRASTING COLOR? (IF APPLICABLE)                                                                                       

         REF: NSTM 583�9.26/27/28/29                                                                                                

              MIP H�207                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   B. BOATS AND ASSOCIATED COMPONENTS                                                                                               

                                                                                                                                    

  (HBA0) (A) IS BOATALT 36WB/6A. INSTALLATION OF PULL CABLE FOR 35 FT.       2B                                                     

             WORKBOAT RAMP WINCH BRAKE?                                                                                           

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBB0) (B) IS BOATALT LCVP, MK 7/19C. BRIDLE SLING MODIFICATION FOR        2B                                                     

             LCVP MK 7?                                                                                                           

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBC0) (C) IS BOATALT 26 MWB/20B. INSTALL HOOK STOPS ON 26 MWB             2B                                                     

             LOW RIGID BAILS?                                                                                                     

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBD0) (D) IS BOATALT GENERAL/21C. REDUCTION OF ACOUSTIC NOISE             2B                                                     

             LEVELS IN BOATS? (APPLIES TO ALL BOATS W/DIESEL                                                                      

             ENGINE PROPULSION)                                                                                                     

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBE0) (E) IS BOATALT GENERAL 22/C. INSTALL AUDIBLE ALARM BUZZER:          2B                                                     

             ENGINE OVERHEATING AND/OR ENG LOW OIL PRESSURE, APPLIES                                                                

             TO ALL BOATS AND LANDING CRAFT WITH INDICATOR LIGHTS THAT                                                              

             WARN OF OVERHEATING AND/OR LOW OIL PRESSURE OF ENGINES,                                                                

             AND DOES NOT HAVE AN AUDIBLE WARNING ALARM?                                                                          

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               
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  (HBF0) (F) IS BOATALT GENERAL 24/B. (JUL 81) BOAT CUSHIONS, GENERAL,       2B                                                     

             APPLIES TO OLDER BOATS WITH CUSHIONS MADE OF FLAMMABLE                                                                 

             LATEX FOAM WHITE, GREEN OR CREAM FOAM FILLER VICE                                                                      

             POLYCHLOROPRENE FOAM RUBBER MIL�SPEC MIL�R�20092, TYPE II,                                                             

             CLASS 4, BLACK OR TAN IN COLOR?                                                                                      

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBG0) (G) IS BOATALT GENERAL/25A REV B (DEC 84) NAVIGATION LIGHTS         2B                                                     

             REPLACEMENT/RELOCATION TO MEET THE REQUIREMENTS OF THE                                                                 

             72 COLREGS? (APPLIES TO ALL BOATS AND LANDING CRAFT WITH                                                             

             24 VDC NAVIGATION LIGHTS)                                                                                              

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBH0) (H) IS BOATALT GENERAL/26C (MAR 83) INSTALLATION OF FAST            2B                                                     

             LUBE OIL CHANGE SYSTEM (FLOCS), APPLIES TO ALL US NAVY                                                                 

             BOATS AND LANDING CRAFT?                                                                                             

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBI0) (I) IS BOATALT GEN/27B. (JAN 85) ASBESTOS INSULATION REMOVAL �      2B                                                     

             US NAVY CRAFT, APPLIES TO ALL US NAVY BOATS AND LANDING                                                                

             CRAFT?                                                                                                               

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBJ0) (J) IS BOATALT GENERAL 29/B. (DEC 85) INSTALLATION, INSPECTION      2B                                                     

             AND MAINTENANCE OF HOISTING FITTINGS (NOTE: CANCELS BOATALT                                                            

             GEN/14C, APPLIES TO ALL US NAVY BOATS AND CRAFT HAVING                                                                 

             INSTALLED HOISTING FITTINGS?                                                                                         

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBK0) (K) IS BOATALT GENERAL/32C. (JUL 88) INSTALLATION OF REMOTE         2B                                                     

             CONTROL EMERGENCY FUEL SHUT�OFF? (APPLIES TO ALL)                                                                    

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBL0) (L) IS BOATALT GENERAL/34C. (JUN 87) INSTALLATION OF COLD           2B                                                     

             WEATHER QUICK START AIDS. APPLIES TO ALL BOATS WITH                                                                    

             24 VDC STARTING SYSTEM?                                                                                              

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBM0) (M) IS BOATALT LCM�8/98A. (JUN 85) STRUCTURAL MODIFICATIONS �       2B                                                     

             ALUMINUM (LCM(8) (MOORING BITTS, DECK PADEYES, RAMP PULL                                                               

             LIFT GEAR SECURING BARS, SHAFT STRUCTURE), APPLIES TO                                                                  

             ALL ALUMINUM LCM�8'S?                                                                                                

         REF: NOTE & REF END OF THIS SECTION                                                                                        

*************************************************************************************                                               

  (HBN0) "A" ALTS MANDATORY    ACCOMPLISH ASAP                               2B                                                     

         "B" ALTS ESSENTIAL    ACCOMPLISH WITHIN ONE YR                                                                             

         "C" ALTS DESIRABLE    ACCOMPLISH WHEN PRACTICAL                                                                            

                                                                                                                                    

         IS BOATALT LCM�8/99C. (DEC 85) INSTALLATION OF BOW RAMP SLACK                                                              

         CABLE DEVICE, APPLIES TO ALUMINUM LCM (8) MOD 2 AND MOD 4                                                                  

         EQUIPPED WITH MARCO W�4055 HYDRAULIC RAMP WINCHES?                                                                       

         REF: NSTM CHAP 583, SECTION ONE                                                                                            

              NAVSEA BOLTALT LIST OF 5 DEC 88                                                                                       

*************************************************************************************                                               
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I. LIFEBOATS, INFLATABLE                            (3DKI1A0)                                                                       

                                                                                                                                    

   1. STOWAGE, NON�ENCAPSULATED                                                                                                     

                                                                                                                                    

  (I1A0) IS LASHINGS 1/4 INCH DIA NYLON CORD SECURED TO EACH SECURING        2B                                                     

         STRAP "D" RING WITH 5 TURNS TO PERMIT EITHER AUTOMATIC OR                                                                  

         MANUAL RELEASE?                                                                                                          

         REF: NAVSHIPSDWG S8201�921889                                                                                              

              MIP 5832                                                                                                              

*************************************************************************************                                               

  (I1B0) ARE SEA PAINTERS 1 AND 1/4 INCH CIRCUMFERENCE SISAL, MANILA OR      1C                                                     

         COMPARABLE SYNTHETIC LINE EQUAL IN LENGTH TO LIGHT LOAD WATER                                                              

         LINE PLUS 20 FEET?                                                                                                       

         REF: NSTM 583�13.53                                                                                                        

*************************************************************************************                                               

  (I1C0) ARE SEA PAINTERS COILED AND TAPED SO THAT THE FREE END              1B                                                     

         CANNOT INADVERTENTLY BE FASTENED TO THE SHIP                                                                               

         FOR LIFEBOATS ONLY STOWED INBOARD OF THE DARK EDGE?                                                                      

         REF: NSTM 583�13.53                                                                                                        

              MIP 5832                                                                                                              

*************************************************************************************                                               

  (I1D0) ARE PROTECTIVE COVERS PROVIDED?                                     2B                                                   

         REF: NSTM 583�13.68                                                                                                        

              NAVSHIPS DWG S8201�921889                                                                                             

*************************************************************************************                                               

  (I1E0) ARE SECURING STRAPS SEWN WITH SEVEN ROWS OF DACRON THREAD?          3C                                                   

         REF: NAVSHIPS DWG S8201�921889                                                                                             

              NSTM 583�13.71                                                                                                        

*************************************************************************************                                               

  (I1F0) ARE CARRYING CASES IN SATISFACTORY MATERIAL CONDITION?              2B                                                   

         REF: NSTM 583�13.68                                                                                                        

              MIP H�404/5832                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

   2. STOWAGE, ENCAPSULATED                                                                                                         

                                                                                                                                    

  (I2A0) ARE SEA PAINTER BITTER ENDS ATTACHED TO SHIP'S STRUCTURE            2B                                                     

         ADJACENT TO THE STOWAGE AND ACCESSIBLE FROM DECK?                                                                        

         REF: NSTM 583�13.53 AND .64                                                                                                

              MIP H�404/5832                                                                                                        

              GSFS 583F/GSO 583E                                                                                                    

*************************************************************************************                                               

  (I2B0) ARE LOCK NUTS INSTALLED AND SEATED ON RELEASE SECURING DEVICE TO    1B                                                     

         ENSURE A TIGHT, SECURE STOWAGE?                                                                                          

         REF: NSTM 583�13.61                                                                                                        

              MIP 5832                                                                                                              

*************************************************************************************                                               

  (I2C0) IS EACH BOAT IDENTIFIED ON THE OUTSIDE OF THE CONTAINER WITH THE    3C                                                     

         LOCATION OF PACKING FACILITY, MONTH YEAR PACKED AND DATE OF                                                                

         LAST INSPECTION?                                                                                                         

         REF: NSTM 583�13.67                                                                                                        

*************************************************************************************                                               
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  (I2D0) ARE OPERATING/RELEASING INSTRUCTION LABEL PLATES POSTED AT          2C                                                     

         EACH STATION?                                                                                                            

         REF: NAVSHIPS DWG 57311�804�5001024                                                                                        

              GSFS 583G/GSO 583G                                                                                                    

*************************************************************************************                                               

  (I2E0) ARE BRASS SECURING BANDS INTACT? WEAK LINK PROVIDED                2B                                                   

         REF: NSTM 583�13.60                                                                                                        

              MIP H�404                                                                                                             

*************************************************************************************                                               

  (I2F0) ARE THE CONTAINERS SECURED WITH 5/16 INCH GALVANIZED PLASTIC        2B                                                     

         COVERED CABLES? IS ALL HARDWARE CRES                                                                                    

         REF: NSTM 583�13.61                                                                                                        

              MIP H�404/5832                                                                                                        

              NAVSEA DWG 803�5001024                                                                                                

*************************************************************************************                                               

  (I2G0) ARE LASHINGS (1/4" DIA NYLON DOUBLE BRAID CORD) SECURED TO THE      2B                                                     

         HYDROSTATIC RELEASE DEVICE WITH 5 TURNS TO PERMIT EITHER                                                                   

         AUTOMATIC OR MANUAL RELEASE?                                                                                             

         REF: NAVSEA DWG 5001024                                                                                                    

              MIP H�404/5832                                                                                                        

*************************************************************************************                                               

  (I2H0) ARE NEOPRENE RUBBER BANDS INSTALLED AROUND CONTAINER AND NOT        3B                                                     

         DAMAGED?                                                                                                                 

         REF: MIP H�404/5832                                                                                                        

*************************************************************************************                                               

                                                                                                                                    

   3. STOWAGE, GENERAL                                                                                                              

                                                                                                                                    

  (I3A0) ARE SECURING STRAP SHACKLE PINS SEIZED AND/OR COTTER PINS IN        1B                                                     

         PLACE?                                                                                                                   

         REF: NAVSHIPS DWG S8201�921889                                                                                             

              MIP H�404                                                                                                             

*************************************************************************************                                               

  (I3B0) ARE HYDROSTATIC RELEASE DEVICES UNPAINTED AND INSTALLED WITH THE    1B                                                     

         BUTTON FACING OUTBOARD (AS APPLICABLE) TO PREVENT ACCIDENTAL                                                               

         RELEASE?                                                                                                                 

         REF: NSTM 583�13.73                                                                                                        

              GSFS 583F/GSO 583F                                                                                                    

              MIP H�405                                                                                                             

*************************************************************************************                                               

  (I3D0) ARE BASKET STOWAGE RACK HINGES IN SATISFACTORY CONDITION?           1B                                                   

         REF: MIP H�404 & 405/5832                                                                                                  

*************************************************************************************                                               

  (I3E0) ARE STOWAGE RACK PADEYES IN SATISFACTORY CONDITION?                 1B                                                   

         REF: MIP H�404 & 405/5832                                                                                                  

*************************************************************************************                                               

  (I3F0) ARE STOWAGE RACK FRAMES IN SATISFACTORY CONDITION?                  1B                                                   

         15 DEG LIP?                                                                                                              

         REF: NSTM 583�13.72                                                                                                        

              MIP H�404 & 405/5832                                                                                                  

              NAVSEADWG 5001024                                                                                                     

*************************************************************************************                                               
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  (I3G0) ARE THE LIFEBOATS SECURED IN THE STOWAGE RACKS SO THEY CAN FLOAT    1B                                                     

         FREE IN AN EMERGENCY?                                                                                                    

         REF: NSTM 583�13.53 AND .71                                                                                                

              GSFS 583F/GSO 583F                                                                                                    

              MIP H�404/5832                                                                                                        

*************************************************************************************                                               

  (I3H0) DOES STOWAGE PERMIT READY MANUAL LAUNCHING INTO THE WATER           2B                                                     

         WITHOUT HITTING ANY OBSTRUCTION AT O�DEGREE SHIP LIST?                                                                   

         REF: GSFS 583F                                                                                                             

*************************************************************************************                                               

                                                                                                                                    



J. ACCESS EQUIPMENT                                 (3DKJ1A0)                                                                       

                                                                                                                                    

   1. BOW DOOR/RAMP                                                                                                                 

                                                                                                                                    

  (J1A0) IS PMS AND MATERIAL CONDITION OF THE RUNNING AND STANDING           1B                                                     

         RIGGING SATISFACTORY?                                                                                                    

         REF: MIP H�309                                                                                                             

*************************************************************************************                                               

  (J1B0) ARE SAFETY AND LUBRICATION CHARTS POSTED?                           2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   2. MAIN DECK RAMP                                                                                                                

                                                                                                                                    

  (J2A0) IS PMS AND MATERIAL CONDITION OF THE RUNNING RIGGING                1B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�309                                                                                                             

*************************************************************************************                                               

  (J2B0) ARE SAFETY AND OPERATIONAL CHARTS POSTED?                           2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   3. 'TWEEN DECK RAMP                                                                                                              

                                                                                                                                    

  (J3A0) IS PMS AND MATERIAL CONDITION OF WIRE ROPE AND RAMP                 1B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�308                                                                                                             

*************************************************************************************                                               

  (J3B0) IS AUDIBLE ALARM OPERATIVE?                                         2B                                                   

         REF: GSFS 584C/GSO 584D                                                                                                    

              MIP H�308                                                                                                             

              OPNAVINST 5100.19B ART C 1303.A                                                                                       

*************************************************************************************                                               

  (J3C0) IS SAFETY LIMIT SWITCH INSTALLED?                                   2B                                                   

         REF: GSFS 584C/GSO 584D                                                                                                    

              MIP H�308                                                                                                             

*************************************************************************************                                               

  (J3D0) ARE SAFETY AND OPERATING CHARTS POSTED?                             2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               
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   4. LITTER HOIST                                                                                                                  

                                                                                                                                    

  (J4A0) IS PMS AND MATERIAL CONDITION OF WIRE ROPE HOIST SATISFACTORY?      1B                                                   

         DOES INSPECTION REVEAL ANY UNSAT CONDITIONS?                                                                             

         REF: MIP A�214                                                                                                             

*************************************************************************************                                               

  (J4B0) ARE SAFETY, OPERATING AND LUBRICATION CHARTS POSTED?                2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   5. AIRCRAFT ELEVATOR                                                                                                             

                                                                                                                                    

  (J5A0) IS PMS AND MATERIAL CONDITION OF WIRE ROPE SATISFACTORY?            1B                                                   

         REF: MIP A�77                                                                                                              

*************************************************************************************                                               

  (J5B0) ARE THERE ANY UNGUARDED OPENINGS?                                   1B                                                   

         REF: OPNAVINST 5100.19B  ART C1602.B                                                                                       

              GSO 612.D                                                                                                             

*************************************************************************************                                               

  (J5C0) ARE SAFETY NETS PROVIDED. IS MATERIAL CONDITION SATISFACTORY        1B                                                     

         REF: GSFS 588A, 612F/GSO 588B1, 612E                                                                                       

*************************************************************************************                                               

  (J5E0) IS MATERIAL CONDITION OF NON�SKID DECK COVERING SATISFACTORY?       2B                                                   

         REF: NSTM 634                                                                                                              

              GSFS 634/GSO 634                                                                                                      

*************************************************************************************                                               

  (J5G0) IS MATERIAL CONDITION OF RETRACTABLE LIFE�LINE STANCHIONS AND       1B                                                     

         LIFELINES SATISFACTORY?                                                                                                  

         REF: MIP A�77                                                                                                              

              GSFS 588A, 612C/GSO 588B1, 612D                                                                                       

*************************************************************************************                                               

                                                                                                                                    

   6. WATER BARRIER STANDARD                                                                                                        

                                                                                                                                    

  (J6A0) IS PMS AND MATERIAL CONDITION OF WIRE ROPE SATISFACTORY?            1B                                                   

         REF: MIP H�224                                                                                                             

*************************************************************************************                                               

  (J6B0) ARE SAFETY, OPERATING AND LUBRICATION CHARTS POSTED?                2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   7. STERN GATE                                                                                                                    

                                                                                                                                    

  (J7A0) IS PMS AND MATERIAL CONDITION OF WIRE ROPE SATISFACTORY?AS          1B                                                   

         APPLICABLE)                                                                                                                

         REF: MIP H�307                                                                                                             

*************************************************************************************                                               

  (J7B0) IS AUDIBLE ALARM OPERATIVE AS APPLICABLE?                           1B                                                   

         REF: MIP H�307                                                                                                             

              OPNAVINST 5100.19B  ART C1303.A                                                                                       

*************************************************************************************                                               

  (J7C0) IS SAFETY LIMIT SWITCH INSTALLED?                                   2B                                                   

         REF: MIP H�307                                                                                                             

*************************************************************************************                                               
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  (J7D0) ARE SAFETY, OPERATING AND LUBRICATION CHARTS POSTED?                2C                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

*************************************************************************************                                               

  (J7E0) IS EMERGENCY STERNGATE HOISTING WIRES PMS AND MATERIAL CONDITION    1B                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�307                                                                                                             

*************************************************************************************                                               

                                                                                                                                    

   8. OTHER ACCESS EQUIPMENT (AS APPLICABLE)                                                                                        

                                                                                                                                    

  (J8A0) IS AN APPROVED PILOTS LADDER ONBOARD AND IN SATISFACTORY            1B                                                     

         CONDITION? (N/A AIRCRAFT CARRIERS)                                                                                       

         REF: GSFS 622B                                                                                                             

              GSO 622C                                                                                                              

              NAVSEADWG 804�5000900B                                                                                                

*************************************************************************************                                               

  (J8A1) ARE HANDRAILS, GRABRODS AND BULWARK STEPS (AS APPLICABLE)           1B                                                     

         AVAILABLE FOR PILOT LADDER ACCESS?                                                                                       

         REF: NAVSEADWG 804�5000900B NOTE 12                                                                                        

*************************************************************************************                                               

  (J8B0) IS THE BOATSWAIN'S CHAIR IN SATISFACTORY CONDITION?                 1B                                                   

         REF: MIP H�229                                                                                                             

*************************************************************************************                                               

  (J8C0) ARE TROOP DEBARKATION NETS IN SATISFACTORY CONDITION?               1B                                                   

         REF: MIP H�229                                                                                                             

              GSFS 622B/GSO 622C                                                                                                    

              NAVSEADWG 804�5184225                                                                                                 

*************************************************************************************                                               

  (J8E0) ARE STAGES IN SATISFACTORY CONDITION?                               1B                                                   

         REF: MIP H�229                                                                                                             

              NAVSHIPS DWG 804�5000901 (STAGES)                                                                                     

              NAVSHIPSDWG S1606�860470 REV F                                                                                        

              GSFS 622F                                                                                                             

*************************************************************************************                                               

                                                                                                                                    



K. AIRCRAFT HANDLING / STOWAGE                      (3DKK1A0)                                                                       

                                                                                                                                    

   1. HANDLING, GENERAL                                                                                                             

                                                                                                                                    

  (K1A0) IS A GROUND HOOK PROVIDED?                                          2B                                                   

         REF: NWP 42G ART 1.1.14.5/2.2.5/5.2.4                                                                                      

              HELO BULLETIN 1F 20.4.D                                                                                               

*************************************************************************************                                               

  (K1B0) IS THE FLIGHT DECK SURFACE IN GOOD CONDITION; ANY SIGNS OF          1B                                                     

         PAINTING OVER WITH ENAMEL PAINTS?                                                                                        

         REF: NSTM 634                                                                                                              

              HELO BULLETIN 1F FIG 1,2,7 & 12                                                                                       

              GSFS 634/GSO 634                                                                                                      

*************************************************************************************                                               

  (K1D0) ARE VERTICAL HANGER DOOR BOTTOMS PAINTED BOTH SIDES WITH            2B                                                     

         ALTERNATING YELLOW/RED STRIPES, 2" WIDE, ANGLED 45 DEG PORT TO                                                             

         STBD, 2 FEET HIGH?                                                                                                       

         REF: HELO BULLETIN 1F 12.4.1                                                                                               

*************************************************************************************                                               
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   2. SAFETY NETS                                                                                                                   

                                                                                                                                    

  (K2A0) ARE NETS WORN, DETERIORATED OR MISSING?                             1B                                                   

         REF: MIP H�304                                                                                                             

*************************************************************************************                                               

  (K2B0) ARE FRAME TOGGLE PINS DETERIORATED, BROKEN OR MISSING?              1B                                                   

         REF: MIP H�304                                                                                                             

*************************************************************************************                                               

  (K2C0) ARE PENDANTS PMS AND MATERIAL CONDITION SATISFACTORY?               1B                                                   

         REF: MIP H�304                                                                                                             

*************************************************************************************                                               

  (K2D0) ARE PENDANTS SECURING PINS AND COTTER PINS INSTALLED AND IN         1B                                                     

         PLACE?                                                                                                                   

         REF: MIP H�304                                                                                                             

*************************************************************************************                                               

  (K2E0) DO NETS OVERLAP LIFE LINES BY AT LEAST 3 FEET?                      2B                                                   

         REF: HELO BULLETIN 1F 20.1.1                                                                                               

*************************************************************************************                                               

  (K2F0) IS CLEARANCE BETWEEN FRAMES AND ADJACENT STRUCTURE 8" OR LESS       1B                                                     

         FOR EXISTING FRAMES AND 5" FOR NEW OR REPLACEMENT FRAMES?                                                                

         REF: HELO BULLETIN 1F 20.1.1                                                                                               

*************************************************************************************                                               

  (K2G0) HAVE LOAD TESTS BEEN CONDUCTED?NYLON�ANNUALLY/CRES�EVERY            1B                                                   

         3 YRS)                                                                                                                     

         REF: MIP H�304                                                                                                             

*************************************************************************************                                               

  (K2H0) ARE CRES SAFETY NETS INSTALLED IN FOL SHIP CLASS MISSILE BLAST      1B                                                     

         AREAS? /S�CG 16 FWD OF FR 205/CGN 9 FWD OF FR 153/CGN 25 FWD                                                             

         OF FR 215/CGN 35 AFT OF FR 193/CGN 36 FWD OF FR 235/CGN 38 FWD                                                             

         OF FR 282/DDG 37 FWD OF FR 195                                                                                             

         REF: HELO BULLETIN 1F 20.1.2                                                                                               

*************************************************************************************                                               

  (K2I0) DID TYCOM (SURFLANT/PAC) ISSUE AN AER TO CORRECT SAFETY             2B                                                     

         DEFICIENCY IN FF�1052 CLASS SHIP AFT, PORT�CORNER FLIGHT                                                                   

         DECK SAFETY NET INSTALLATION? OPNAV 4790/CK SUBMITTED                                                                   

         REF: NAVSAFECEN 5100 SER311/3637/26JUN87                                                                                   

              NAVSEA 9100 SER313/7080 1 JUL 88                                                                                      

*************************************************************************************                                               

                                                                                                                                    

   3. HELMETS                                                                                                                       

                                                                                                                                    

  (K3A0) ARE HELMET GOGGLES AND SOUND SUPPRESSOR ASSEMBLIES ATTACHED?        1C                                                   

         REF: HELO BULLETIN 1F 20.4C                                                                                                

              NWP 42G ART 2.1.1                                                                                                     

*************************************************************************************                                               

  (K3B0) IS REFLECTIVE TAPE APPLIED TO HELMETS?                              1C                                                   

         REF: NWP 42G APPENDIX D                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   4. LIFE JACKETS (MK�1)                                                                                                           

                                                                                                                                    

  (K4A0) IS PMS AND MATERIAL CONDITION SATISFACTORY (NO TWISTS IN            1C                                                     

         BLADDER, ORAL INFLATION VALVE LOCKED CLOSED)?                                                                            

         REF: MIP H�402/2 (5832/3)                                                                                                  

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�40                                                



  (K4B0) ARE WHISTLES IN SATISFACTORY MATERIAL CONDITION AND ATTACHED?       3D                                                   

         REF: MIP H�402/2 (5832/3)                                                                                                  

              NSTM 077�4.20                                                                                                         

*************************************************************************************                                               

  (K4C0) ARE LIGHTS IN SATISFACTORY MATERIAL CONDITION AND ATTACHED?         1C                                                   

         REF: MIP H�402/2 (5832/3)                                                                                                  

              NSTM 077�4.12                                                                                                         

*************************************************************************************                                               

  (K4D0) ARE DYE MARKERS INSTALLED CORRECTLY AND IN SATISFACTORY             1C                                                     

         MATERIAL CONDITION?                                                                                                      

         REF: MIP H�402/2 (5832/3)                                                                                                  

*************************************************************************************                                               

  (K4E0) ARE SPARE PARTS, REPAIR KITS AND GRAM SCALES AVAILABLE?             3D                                                   

         REF: MIP H�402/2 (5832/3)                                                                                                  

*************************************************************************************                                               

                                                                                                                                    



L. OUTFIT AND FURNISHINGS                           (3DKL1A0)                                                                       

                                                                                                                                    

   1. ACCOMMODATION LADDER AND BROW                                                                                                 

                                                                                                                                    

  (L1A0) ARE TREADS MATERIAL CONDITION SATISFACTORY (SLICK, CRACKED OR       2C                                                     

         LOOSE)?                                                                                                                  

         REF: MIP H�219 & 229 (6232)                                                                                                

*************************************************************************************                                               

  (L1B0) ARE STANCHIONS AND SOCKETS MATERIAL CONDITION SATISFACTORY?         2C                                                   

         (ARE TOGGLE PINS INSTALLED AND IN PLACE , STAPLES WORN, CRACKED                                                            

         OR MISSING)                                                                                                                

         REF: MIP H�219 & 229 (6232)                                                                                                

*************************************************************************************                                               

  (L1C0) ARE ATTACHMENT POINTS, LIFTING BALE AND BRIDLE IN SATISFACTORY      1C                                                     

         MATERIAL CONDITION? ARE ATTACHMENT POINT NUTS/STRAIGHT TYPE                                                              

         SECURING PINS PROVIDED WITH COTTER PINS? ARE SECURING PINS                                                               

         BENT OR WORN, SHACKLE PINS SEIZED, AND/OR COTTER PINS IN PLACE?                                                          

         REF: MIP H�219 & 229 (6232)                                                                                                

*************************************************************************************                                               

  (L1D0) ARE HANDRAILS/CHAINS IN PLACE, MATERIAL CONDITION SATISFACTORY,     1C                                                     

         SHACKLE PINS SEIZED, SECURING PINS/BOLTS IN PLACE?                                                                       

         REF: MIP H�219 & 229 (6232)                                                                                                

*************************************************************************************                                               

  (L1E0) ARE LADDER UPPER/LOWER PLATFORMS (NUT/STRAIGHT TYPE) AND COTTER     1C                                                     

         PINS IN PLACE, MATERIAL CONDITION SATISFACTORY, SECURING PINS                                                              

         IN TRACTION TREADS IN PLACE, ATTACHMENT POINTS STRUCTURALLY                                                                

         SOUND?                                                                                                                   

         REF: MIP H�219 (6232)                                                                                                      

*************************************************************************************                                               

  (L1F0) IS TOE GUARD INSTALLED AT LADDER ROLLER?                            2C                                                   

         REF: MIP H�219 (6232)                                                                                                      

              NAVSEADWG 8042255402                                                                                                  

*************************************************************************************                                               

  (L1G0) ARE BROW WHEELS PROVIDED WITH WHEEL COVERS?                         2C                                                   

         REF: NAVSEA DWG 805�1749049                                                                                                

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�41                                                



  (L1H0) ARE OPENINGS BETWEEN RAILS AND STANCHIONS 5" OR LESS?               1C                                                   

         REF: GSFS 622B/GSO 622C                                                                                                    

*************************************************************************************                                               

  (L1I0) ARE TEST LABEL PLATES ATTACHED?                                     1D                                                   

         REF: MIP H�219/229                                                                                                         

              GSFS 095/GSO 602G                                                                                                     

*************************************************************************************                                               

  (L1J0) ARE RIGGING SAFETY PLACARDS POSTED EACH STATION?                    2D                                                   

         REF: GSFS 602H/GSO 602H                                                                                                    

              NAVSUPPUB 2002                                                                                                        

*************************************************************************************                                               

  (L1K0) IS A SAFETY NET PROVIDED UNDER ALL BROWS RIGGED OVER                1C                                                     

         DRYDOCKS?                                                                                                                

         REF: OPNAVINST 5100.19B  ART C0805.L                                                                                       

*************************************************************************************                                               

  (L1L0) ARE LADDER WINCH SAFETY, OPERATING AND LUBRICATION CHARTS           2C                                                     

         POSTED?AS APPLICABLE)                                                                                                    

         REF: GSFS 602H/GSO 602H                                                                                                    

              NAVSUPPUB 2002                                                                                                        

*************************************************************************************                                               

  (L1M0) ARE JACK RODS INSTALLED ON THE SIDES OF THE SHIP FORWARD OF THE     3C                                                     

         LADDER TO PERMIT THE USE OF BOAT HOOKS?                                                                                  

         REF: GSFS 611E/GSO 611E                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

   2. LADDERS, INCLINE AND VERTICAL                                                                                                 

                                                                                                                                    

  (L2A0) IS TOP TREAD 9" WIDE AND LESS THAN 2" FROM BULKHEAD?INCLINE)        2C                                                   

         REF: GSFS 622B/GSO 622C                                                                                                    

              NAVSEADWG S1604�86004D (NOTE 9)                                                                                       

*************************************************************************************                                               

  (L2B0) ARE TREADS MATERIAL CONDITION SATISFACTORY?WORN, BROKEN,            2C                                                   

         PAINTED)                                                                                                                   

         REF: MIP A�617 (6231)                                                                                                      

              NSTM 9120                                                                                                             

*************************************************************************************                                               

  (L2C0) ARE HANDRAILS IN PLACE, MATERIAL CONDITION SATISFACTORY?            2C                                                   

         REF: MIP A�617 (6231)                                                                                                      

*************************************************************************************                                               

  (L2D0) IS MINIMUM CLEARANCE OF 2" PROVIDED BETWEEN RAIL AND BULKHEAD?      2C                                                   

         (INCLINE)                                                                                                                  

         REF: NAVSHIPS DWG 805�1749113 (NOTE 8)                                                                                     

              NAVSEADWG S1604�860040 (NOTE 9)                                                                                       

*************************************************************************************                                               

  (L2E0) ARE 3 SLIP�RESISTANT TREADS WITH NO SPACE BETWEEN OR NON�SKID       3C                                                     

         PROVIDED AT THE HEAD AND FOOT?                                                                                           

         REF: NSTM 634.3.133/134                                                                                                    

              NSTM 634.3.133/134                                                                                                    

              GSFS 634D/GSO 634B                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�42                                                



  (L2F0) ARE SECURING BOLTS OR TOGGLE PINS INSTALLED AT THE HEAD AND/OR      2C                                                     

         FOOT?                                                                                                                    

         REF: MIP A�617 (6231)                                                                                                      

              NAVSEA DWG S1604�860039 (STEEL)                                                                                       

              NAVSEA DWG 804�1749114 (ALUM)                                                                                         

*************************************************************************************                                               

  (L2G0) ARE OPENINGS BETWEEN UPPER HANDRAIL STANCHIONS AND ADJACENT         2C                                                     

         RAILS OR STRUCTURES LESS THAN 5 INCHES?                                                                                  

         REF: GSFS 622B/GSO 622C                                                                                                    

*************************************************************************************                                               

  (L2H0) IS PADDING/HEADGUARD PROVIDED WHERE VERTICAL HEADROOM CLEARANCE     2B                                                     

         IS LESS THAN 75 INCHES?INCLINE)                                                                                          

         REF: GSFS 622B/GSO 622C                                                                                                    

              NAVSHIPS DWG 805�1749113/1749114                                                                                      

              MIP A�617 (6231)                                                                                                      

*************************************************************************************                                               

  (L2I0) ARE SECURING PADS IN PLACE, STRUCTURALLY SOUND?                     1C                                                   

         REF: MIP A�617 (6231)                                                                                                      

*************************************************************************************                                               

  (L2J0) DO FOOT PADS PERMIT FREE MOVEMENT (INCLINE)?                        3C                                                   

         REF: MIP A�617 (6231)                                                                                                      

              NSTM 9120                                                                                                             

*************************************************************************************                                               

  (L2K0) ARE SAFETY CHAINS INSTALLED AND PROPERLY RIGGED WHERE REQUIRED?     2B                                                   

         REF: MIP A�617                                                                                                             

              NAVSHIPDWG 51604/860039 THRU 41                                                                                       

              GSFS 622B                                                                                                             

*************************************************************************************                                               

  (L2L0) DID TYCOMS (AIRLANT/PAC) DIRECT SHIPBOARD INSPECTION OF BOTH        1C                                                     

         ARMORED AND CONVENTIONAL HATCHES FOR MISSING STANCHION SOCKETS,                                                            

         STANCHIONS, SAFETY CHAINS AND STAPLES. (CV ONLY)                                                                           

         REF: NAVSAFECEN 9120 SER 312  12/31/87                                                                                     

              NAVSEA 9612 SER 312B/1876 13 OCT 88                                                                                   

*************************************************************************************                                               

                                                                                                                                    

   3. LIFELINES                                                                                                                     

                                                                                                                                    

  (L3A0) ARE HEAVY WEATHER LIFE LINES AVAILABLE FOR ONE SIDE OF WALKWAYS     1C                                                     

         IN TRAFFIC AREAS OF WEATHER DECKS WHICH ARE SUBJECT TO GREEN                                                               

         SEAS AND NOT PROVIDED WITH LIFE LINES, GRABRAILS OR EQUIVALENT                                                             

         MEANS OF SAFETY WITHIN REASONABLE ACCESSIBILITY OF THE WALKWAYS?                                                         

         REF: NAVSHIPSDWG 805�263�6908 AND 6909                                                                                     

              GSFS 612C/GSO 612B                                                                                                    

*************************************************************************************                                               

  (L3B0) IS LIFELINE SNAKING PROVIDED ON THE MAIN AND FORECASTLE DECKS IN    1C                                                     

         NON�MISSILE BLAST AREAS?                                                                                                 

         REF: GSFS 612C/GSO 612B                                                                                                    

              NAVSHIPSDWG 805�4353897                                                                                               

*************************************************************************************                                               

  (L3C0) ARE LIFELINES IN NON�MISSILE BLAST AREAS GRP OR PHOSPHOR BRONZE,    1C                                                     

            3 HIGH, 9/16" DIAMETER UPPER, AND 7/16" DIAMETER LOWER?                                                               

         REF: GSFS 612C/GSO 612                                                                                                     

              NAVSHIPSDWG 804�5000915                                                                                               

              NAVSHIPSDWG 804�5184155(NEW ONLY)                                                                                     

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�43                                                



  (L3C1) ARE LIFELINES AND END FITTINGS IN MINE WARFARE AND ALUMINUM         4A                                                     

         HULLED SHIPS ON ALLUMINUM DECKS CRES 304 SERIES                                                                            

         REF: GSFS 612C P�2 LINE 52                                                                                                 

*************************************************************************************                                               

  (L3D0) ARE GRP AND PHOSPHOR BRONZE LIFELINES IN MISSILE BLAST AREAS        1C                                                     

         REPLACED WITH CRES LIFELINES 3 HIGH, (5 HIGH WHERE SNAKING                                                                 

         REQUIRED) 1/2" DIA UPPER AND 7/16" DIA LOWER?                                                                            

         REF: GSFS 612C/GSO 612D                                                                                                    

              NAVSEADWG 805�1409910 THRU 1409914                                                                                    

              NAVSEADWG 804�5184155 (NEW ONLY)                                                                                      

*************************************************************************************                                               

  (L3E0) IS SNAKING IN MISSILE GUN, JET ENGINE HEAT, BLAST AREAS REPLACED    1C                                                     

         WITH CRES LINE FIVE HIGH, SPACED 7", 7", 7", 7" AND 14" APART                                                              

         MEASURED FROM THE DECK; 1/2" DIA UPPER�MOST AND 7/16" DIA LOWER?                                                         

         REF: SAME AS ABOVE                                                                                                         

*************************************************************************************                                               

  (L3F0) ARE HEAVY WEATHER LINES 9/16" DIA PHOSPHOR BRONZE 5/8" DIA          2C                                                     

         1PS�1WRC (AS APPLICABLE)                                                                                                   

         REF: GSFS 612C/GSO 612D                                                                                                    

              NAVSEADWG 805�2636908/2636909                                                                                         

*************************************************************************************                                               

  (L3G0) ARE TURN BUCKLE/LOCK NUTS INSTALLED AND SET?                        2C                                                   

         REF: MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L3H0) IS PMS AND MATERIAL CONDITION OF THE LIFELINE SYSTEM                1C                                                     

         SATISFACTORY?                                                                                                            

         REF: MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L3I0) ARE OPENINGS BETWEEN STANCHIONS, RAILS AND OTHER EQUIPMENT          1C                                                     

         5" OR LESS?                                                                                                              

         REF: GSFS 612C/GSO 612D                                                                                                    

              NAVSEADWG 805�1409910 THRU 1409914                                                                                    

              NAVSEADWG 804�5184155 (NEW ONLY)                                                                                      

*************************************************************************************                                               

  (L3J0) ARE LIFE LINES/RAILS SPACED THREE COURSES HIGH AT A HEIGHT OF       1C                                                     

         42" FROM THE CENTER OF THE TOP RAIL/LINE TO DECK, EXCEPT 36"                                                               

         SHALL BE PROVIDED WHEREVER HEIGHT OF RAIL IS RESTRICTED?                                                                 

         REF: GSFS 612C/GSO 612D                                                                                                    

              NAVSHIPSDWG 805�1409910 THRU 9914                                                                                     

              NAVSHIPSDWG 803�435405/5000903                                                                                        

              NAVSEADWG 804�5184155 (NEW ONLY)                                                                                      

*************************************************************************************                                               

  (L3J1) ARE LIFE LINE/RAILS ON UPPER DECKS INBOARD OF THE SHELL TWO HIGH    1C                                                     

         SPACED 21" APART TO CENTERS FROM THE DECK UNLESS THEY ARE IN A                                                             

         HEAVY TRAFFIC ROUTE IN WHICH CASE THE LIFE LINE/RAILS SHALL BE                                                             

         3 HIGH                                                                                                                     

         REF: GSFS 612C P�2, LINE 20                                                                                                

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�44                                                



  (L3K0) ARE PORTABLE LIFELINES, SAFETY CHAINS AND STANCHIONS AVAILABLE      1C                                                     

         AROUND FLIGHT DECK/CARGO HATCHES, ELEVATORS AND FLIGHT DECK                                                                

         (DURING NON�AIRCRAFT OPS)                                                                                                  

         REF: GSFS 612/GSO 612D                                                                                                     

              NAVSHIPSDWG 805�1049910 THRU 9914                                                                                     

              NAVSHIPSDWG 803�435405/5000904                                                                                        

              NAVSHIPSDWG 804�5184155 THRU 158                                                                                      

*************************************************************************************                                               

                                                                                                                                    

   4. STANCHIONS                                                                                                                    

                                                                                                                                    

  (L4A0) ARE END STANCHION SUPPORT BRACES IN PLACE?                          2C                                                   

         REF: MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L4B0) ARE 9�INCH CHAFING SLEEVES INSTALLED ON LIFELINES WHERE THEY        2C                                                     

         PASS OVER STANCHIONS AND J�HOOKS?                                                                                        

         REF: MIP H�300 (6121)                                                                                                      

              GSFS 612C/GSO 612B                                                                                                    

*************************************************************************************                                               

  (L4C0) ARE CHAFING SLEEVES IN MISSILE BLAST AREAS, MONEL?                  3C                                                   

         REF: MIP H�300 (6121)                                                                                                      

              GSFS 612C P�6 LINE 3                                                                                                  

*************************************************************************************                                               

  (L4D0) ARE STANCHION STAPLES AND J�HOOKS 5/8" MINIMUM DIAMETER             1C                                                     

         ALUMINUM, 1/2" DIAMETER MINIMUM STEEL? (1/8" WEAR ALLOWED IN                                                             

         WEAR AREA ONLY)                                                                                                            

         REF: MIP H�300 (6121)                                                                                                      

              APPLICABLE DWG LISTED UNDER 3DKL3K0                                                                                   

*************************************************************************************                                               

  (L4E0) ARE STANCHIONS, STAPLES AND J�HOOKS STRUCTURELY SOUND?              1C                                                   

           (WORN THIN, DAMAGED OR MISSING)                                                                                          

         REF: MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L4F0) ARE STANCHION J�HOOKS ATTACHED FACING INBOARD AND FORWARD?          4C                                                   

         (45 DEGREES)                                                                                                               

         REF: APPLICABLE DWG LISTED UNDER 3DKL3K0                                                                                   

*************************************************************************************                                               

  (L4G0) ARE INSTALLED SAFETY CHAINS 1/4 IN. DIAMETER STEEL OR 5/16 IN.      1C                                                     

         ALUMINUM? ARE SHACKLES 5/16 IN. DIAMETER AND/OR 5/8" DIA 3�                                                              

         STRAND POLYESTER ROPE (MILSPEC MIL�R�30500) OR 5/8" DIA 3�                                                                 

         STRAND NYLON ROPE (MILSPEC MIL�R�17343) OR 7/16" DIA CRES WIRE                                                             

         ROPE? (AS AUTHORIZED)                                                                                                    

*************************************************************************************                                               

  (L4H0) ARE SNAP HOOKS USED TO REPLACE SAFETY CHAIN SHACKLE U.S.            1C                                                     

         FORGECRAFT #3027, WICHARD #2317 OR EQUAL?                                                                                

         REF: MIP H�300 (6121)                                                                                                      

              NAVSHIP DWG 805�1409910 THRU 9914                                                                                     

*************************************************************************************                                               

  (L4I0) IN MINEWARFARE SHIPS, ARE STANCHIONS CRES?                          4A                                                   

         REF: GSFS 612C LINE 51                                                                                                     

*************************************************************************************                                               

  (L4J0) IN ALUMINUM HULL SHIPS AND ON ALUMINUM ALLOY DECKS ARE              4A                                                     

         STANCHIONS EITHER CRES OR ALUMINUM�ALLOY?                                                                                

         REF: GSFS 612C LINE 51                                                                                                     

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�45                                                



                                                                                                                                    

   5. ACCESS,HATCH GUARD,HATCH,OTHER OPENINGS                                                                                       

                                                                                                                                    

  (L5A0) ARE ACCESS OPENINGS BETWEEN STEEL LIFERAILS AND STRUCTURES          4A                                                     

         FITTED WITH 7/16 DIA INCH PHOSPHOR�BRONZE WIRE ROPE WITH BRASS                                                             

         OR BRONZE END FITTINGS?                                                                                                  

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5B0) ARE ACCESS OPENINGS BETWEEN ALUMINUM STANCHIONS AND STRUCTURES      4A                                                     

         FITTED WITH 7/16 INCH CRES WIRE ROPE WITH CRES FITTINGS                                                                    

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5C0) ARE ACCESS OPENINGS IN AREA SUBJECT TO EMI OR IMI REDUCTION         4A                                                     

         REQUIREMENTS (EXCEPT IN WAY OF HEAT OR BLAST) FITTED WITH 5/8"                                                             

         DIA 3�STRAND POLYESTER ROPE (MIL SPEC MIL�R�30500) OR 5/8" DIA                                                             

         3�STRAND NYLON ROPE (MIL SPEC MIL�R�17343) SPLICED TO THE                                                                  

         STANCHION OR BULKHEAD STAPLE AND TO A CRES AISI SNAP HOOK                                                                  

         WICHARD PART #2317 OR EQUAL ON THE OTHER END, OR THE FIXED END                                                             

         EYE SPLICE MAY BE ATTACHED TO THE STAPLE W/A CRES, AISI 5/16"                                                              

         SCREW PIN ANCHOR SHACKLE. EACH SPLICE MUST HAVE AT LEAST SIX                                                               

         TUCKS.                                                                                                                     

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5D0) ARE ACCESS OPENINGS BETWEEN STEEL LIFERAILS FITTED WITH 1/4 INCH    4A                                                     

         DIA CLOSE LINKED GALVANIZED STEEL CHAIN                                                                                    

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300                                                                                                             

*************************************************************************************                                               

  (L5E0) ARE ACCESS OPENINGS IN WAY OF JET ENGINE, GUN OR MISSILE BLAST      4A                                                     

         AND HEAT AREAS FITTED WITH 7/16 INCH DIA CRES WIRE ROPE WITH                                                               

         CRES FITTINGS                                                                                                              

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5F0) IS THE SAG AT ANY MIDSPAN OF ROPE OR CHAIN NOT MORE THAN 3/4        4A                                                     

         INCH/FT OF SPAN                                                                                                            

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5G0) ARE ACCESS OPENING ASSEMBLIES REQUIRING EASY ATTACHMENT/            1C                                                     

         DETACHMENT FITTED WITH A 5/16 INCH SCREW PIN SHACKLE AT ONE                                                                

         END SNAPHOOK AT THE OTHER END (TOPS OF VERTICAL LADDERS,                                                                   

         HATCHES, ETC)?                                                                                                           

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5H0) ARE ACCESS OPENINGS GREATER THAN 72 INCHES PROVIDED WITH            1C                                                     

         INTERMEDIATE PORTABLE STANCHIONS TO SUPPORT THE ROPE/CHAIN                                                                 

         REF: GSFS 612C/GSO 612D                                                                                                    

*************************************************************************************                                               

                                                                                                                                    

�  SHIP:             DATE:      SURVEYOR:       SAFETY AREA:                    PAGE                                                 

                                               DECK                            DK�46                                                



  (L5I0) ARE LIFELINES AROUND HATCHES AND OTHER DECK OPENINGS ONE COURSE     1C                                                     

         OF WIRE ROPE, CHAIN OR SYNTHETIC ROPE SPACED 42 INCHES ABOVE                                                               

         THE DECK? (NOTE) THE NUMBER OF COURSES OF ROPE OR CHAIN SHALL                                                            

         BE THE SAME IN NUMBER AND HEIGHT FROM THE DECK AS THE ADJACENT                                                             

         COURSES OF LIFELINES OR LIFERAILS.                                                                                         

         REF: GSFS 612C/GSO 612D                                                                                                    

              MIP H�300 (6121)                                                                                                      

*************************************************************************************                                               

  (L5J0) DID TYCOMS (AIRLANT/PAC) (SURFLANT/PAC) ISSUE AN AER TO PROVIDE     1C                                                     

         INTERIM STANCHIONS FOR EXISTING LIFELINES OVER 10�FEET IN                                                                  

         LENGTH FOR ALL SURFACE SHIPS WITH DEFICIENCY AT REFUELING                                                                  

         STATIONS AS APPLICABLE? OPNAV 4790/CK SUBMITTED                                                                         

         REF: NAVSAFECEN 5100 SER 312 12/31/87                                                                                      

              NAVSEA 9612 SER 931/6128 7/13/88                                                                                      

*************************************************************************************                                               

                                                                                                                                    



M. HULL FITTINGS                                    (3DKM1A0)                                                                       

                                                                                                                                    

   1. DECK, GENERAL                                                                                                                 

                                                                                                                                    

  (M1A0) ARE FAIRLEADS IN SATISFACTORY CONDITION?                            1C                                                   

         REF: MIP H�301/2 (5821)                                                                                                    

              NSTM 613                                                                                                              

*************************************************************************************                                               

  (M1B0) ARE CHOCKS IN SATISFACTORY CONDITION (NO GROVES OR SHARP            1C                                                     

         EDGES, ROLLERS FREE AS APPLICABLE)?                                                                                      

         REF: MIP H�301/2 (5821)                                                                                                    

              NSTM 613 � 2.8.2.4                                                                                                    

*************************************************************************************                                               

  (M1C0) ARE BITTS IN SATISFACTORY CONDITION, PADEYES INSTALLED FORE/AFT     2C                                                     

         FOR ATTACHING STOPPERS (NO GROVES OR SHARP EDGES)?                                                                       

         REF: MIP H�301/2 (5821)                                                                                                    

              NSTM 613 ART 9280.15                                                                                                  

              NAVSHIPDWG 804�1843362 REV A                                                                                          

*************************************************************************************                                               

  (M1D0) ARE CLEATS IN SATISFACTORY CONDITION?                               1C                                                   

         REF: MIP H�301/2 (5821)                                                                                                    

              NSTM 613                                                                                                              

*************************************************************************************                                               

  (M1E0) ARE DECK PADEYES IN SATISFACTORY CONDITION, AND TEST LABEL          1C                                                     

         PLATES INSTALLED?                                                                                                        

         REF: GSFS 095�611/611D/602G                                                                                                

              MIP H�301                                                                                                             

              GSO 602G/611D                                                                                                         

*************************************************************************************                                               

  (M1F0) ARE (3) SLIP RESISTANT CLOTH TREADS WITH NO SPACE BETWEEN           3B                                                     

         PROVIDED ON EACH SIDE OF DOORS AND SILLS WITH HIGH COAMING                                                                 

         NORMALY USED FOR CONTINUOUS TRAFFIC AND AT BOTH SIDES OF DOORS                                                             

         IN CREW MESSING SPACE?                                                                                                   

         REF: GSFS 634/GSO 634                                                                                                      

              NSTM 634�3.133                                                                                                        

*************************************************************************************                                               
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