











DATE: 28 JUNE 99

POTABLE WATER INSPECTION
	ITEM #
	SAT
	UNSAT
	POTABLE WATER HOSES AND RISERS

	1
	X
	
	Potable water risers with a cap and keeper

	2
	X
	
	Ship risers properly labeled and color coded dark blue and disinfected prior to each use.

	3
	X
	
	Sounding tube for potable water tanks equipped with screw caps attached to keeper chains and secured with a lock.

	4
	N/A
	N/A
	Sounding tape properly sanitized prior to use and handle color-coded dark blue.

	5
	X
	
	Hoses disinfected with 100 PPM FAC for two minutes then flushed for 30 to 60 seconds with potable water upon transfer.

	6
	X
	
	Calcium Hypochlorite Lockers labeled with red letters on a white background “HAZARDOUS MATERIAL CALCIUM HYPOCHLORITE”

	7
	X
	
	Potable water hoses properly stenciled “POTABLE WATER” approximately every 10 feet.  The end coupling painted dark blue.

	8
	X
	
	All potable water valve handwheels and levers color coded dark blue. 

	9
	X
	
	Hoses stored with ends capped or coupled together.

	10
	X
	
	Are risers at least 18 inches off the deck and turned down.

	11
	X
	
	Conspicuously designated warning plate labeled “POTABLE WATER” near the risers.

	                                  POTABLE WATER HOSE LOCKERS

	12
	X
	
	Hose storage lockers labeled “POTABLE WATER ONLY”

	13
	X
	
	Lockers on weather decks vermin proof, locked, and elevated at least 18 inches off the deck.

	14
	X
	
	Printed instructions outlining step by step method for disinfection of hose and risers posted in a conspicuous location inside of the hose storage locker.

	No discrepancies to date.

OVERALL RESULTS: OUTSTANDING  

                                                SIGNATURE OF INSPECTOR

0-2 Discrepancies = OUTSTANDING

3-5 Discrepancies = SATISFACTORY                

6 or more Discrepancies = UNSATISFACTORY        ANY SAILOR HM?(SW/FMF) USN

**ALL RESULTS OF UNSATISFACTORY WILL BE REINSPECTED FOLLOWING WEEK** 
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