
NEPMU-2         


6260/9701       


POTABLE WATER CHECKLIST

COMMAND:    _______________________   REF: (a) NAVMED P-5010

                                           (b) COMSUBLANT/COMSUBPAC

DATE:      _________________                   6000.2B

                                           (c) NSTM  

                                           (d) OPNAVINST 5100.19C

SURVEY BY:  ________________               (e) GENSPECS

KEY POC:  _____________                    TYPE OF SYSTEM:  _____________

An "X" marked in the YES column following any item indicates compliance.  An "X" entered into the NO column indicates improvement or corrective action is needed.  "N/A" in the YES column indicates the topic or question does not apply; "N/O" entered into the YES column indicates the area could not be evaluated.  A detailed explanation of areas noted to be deficient and in need of improvement is included at the end of this checklist.

	ADVANCE \d4ITEM
	ADVANCE \d4AREA EVALUATED
	ADVANCE \d4YES
	ADVANCE \d4 NO

	ADVANCE \d4A.
	ADVANCE \d4SURVEILLANCE
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4 1.
	ADVANCE \d4HALOGEN RESIDUAL (FAC/TBR): Ref (a) 6-52
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Tested prior to receiving potable water onboard?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Tested in conjunction with each sample collected  

  for bacteriological analysis?
	ADVANCE \d4
ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  Tested daily?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  Tested from sampling points that are varied and 

  representative of the ship's distribution system?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Samples adequate in number as determined by ship's 

  complement?  DD, DDG, FFG and ships <500 - 4 samples;

  LPH, LHA, LSD and ships >500 & <4000 - 8 samples; 

  ships with >4,000 accommodations - 12 samples
	ADVANCE \d4
 X
	

	ADVANCE \d4  f.
	ADVANCE \d4  SUBS:  Tested while in port?  Ref (b), CH 6
	ADVANCE \d4N/A
	ADVANCE \d4

	ADVANCE \d4 2.
	ADVANCE \d4COLOR COMPARATOR:  Ref (a) 6-53
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Water allowed to run for 2-3 minutes before taking  

  sample?
	 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Test tube rinsed prior to use?
	ADVANCE \d4 X
	ADVANCE \d4


	ADVANCE \d4  c.
	ADVANCE \d4  Cap removed before reading?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  FAC/TBR read within 60 seconds?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Chlorine scale read when testing for chlorine, bromine

  scale read when testing for bromine?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  f.
	ADVANCE \d4  Test kit used in accordance with manufacturer's

  instructions?
	ADVANCE \d4     X
	

	ADVANCE \d4 3.
	ADVANCE \d4BACTERIOLOGICAL SAMPLE COLLECTION & TESTING: Ref (a)6-53
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Done weekly?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Taken from points representative of ship's                 distribution system?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  Adequate number of samples as determined by ship's   

  complement?  DD, DDG, FFG and ships <500 – 4 samples;

  LPH, LHA, LSD and ships >500 & <4000 - 8 samples;

  ships with >4,000 accommodations - 12 samples
	ADVANCE \d4
 X
	ADVANCE \d4 

ADVANCE \d4
ADVANCE \d4 

	ADVANCE \d4  d.
	ADVANCE \d4  Taken from ¼ of the ice machines weekly, on a rotating

  basis?        # of Ice Machines        
	ADVANCE \d4 

 X
	ADVANCE \d4

	ADVANCE \d4  e.
	  Taken from ¼ of the potable water tanks ashore or     

  afloat, on a weekly basis?      # of PW Tanks        
	ADVANCE \d4     X
	ADVANCE \d4 

 

	ADVANCE \d4  f.
	ADVANCE \d4  Also taken from tanks when under direct service  

  from shorelines?     
	ADVANCE \d4
 X 
	 

	ADVANCE \d4  g.
	ADVANCE \d4  Are EPA approved water testing methods used?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  h.
	ADVANCE \d4  If coliforms are present, are repeat  samples        

  collected and analyzed for total coliforms?
	ADVANCE \d4 

 X
	ADVANCE \d4

	ADVANCE \d4  i.
	ADVANCE \d4  Positive and negative controls performed?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  j.
	ADVANCE \d4  Report sent to CO with copy to Engineering Officer?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  k.
	ADVANCE \d4  SUBS:  Do Bacteriological sampling while underway    

  instead of Halogen testing?  Ref (a) 6-27
	ADVANCE \d4   N/A
	ADVANCE \d4

	ADVANCE \d4  l.
	ADVANCE \d4  SUBS:  Semi-annual training conducted for all              engineering personnel involved with potable water

  handling?  Ref (b), CH 6
	ADVANCE \d4      N/A
	ADVANCE \d4

	ADVANCE \d4 4.
	ADVANCE \d4POTABLE WATER LOG:  Ref (a) 6-54
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Two year chronological record of potable water 

  surveillance?
	ADVANCE \d4     X
	ADVANCE \d4


	ADVANCE \d4  b.
	ADVANCE \d4  Has time and date sample taken?
	ADVANCE \d4 X
	ADVANCE \d4 


	ADVANCE \d4  c.
	ADVANCE \d4  Has location of ship (at sea, in harbor, at        

  anchorage, or in port)?  Include name of port.
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  Has sampling site, location and identification number?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Has source of ship's water (ship distilling apparatus,

  water barge, shore direct pressure, or ship's tanks      

  filled with shore water)?
	ADVANCE \d4 

     X
	ADVANCE \d4

	ADVANCE \d4  f.
	ADVANCE \d4  Records if source of water is approved or non-approved?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  g.
	ADVANCE \d4  Has halogen residual?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  h.
	ADVANCE \d4  Specifies chlorine or bromine?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  i.
	ADVANCE \d4  Records all results of bacteriological testing?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  (1)
	ADVANCE \d4    States reason taken?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  (2)
	ADVANCE \d4    Has record of controls run?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  (3)
	ADVANCE \d4    Has action taken as a result of unsatisfactory   

    results?
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  j.
	ADVANCE \d4  If taste or odor problems occur, they are documented    

  with action taken and resolution?
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4B.
	ADVANCE \d4DISINFECTION OF POTABLE WATER SUPPLIES  Ref (a) 6-21

                                        Ref (c) 533-3.8
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4 1.
	ADVANCE \d4Are Brominators:  (TYPE - RECIRC 
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Installed?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Functional?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4 2.
	ADVANCE \d4Bromine treatment process understood (both distillate discharge and recirculating)?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4 3. 
	ADVANCE \d4Batch chlorination method of disinfecting potable water is understood and properly performed?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4 4.
	ADVANCE \d4Water treatment accomplished as necessary while ship is in port?
	ADVANCE \d4 

 X
	ADVANCE \d4

	ADVANCE \d4 5.  
	ADVANCE \d4A measurable trace halogen residual maintained in all parts of the distribution system?
	ADVANCE \d4 

 X
	ADVANCE \d4

	ADVANCE \d4 6.
	ADVANCE \d4Water from approved sources or produced onboard is halogenated to at least 0.2 ppm (FAC/TBR)?
	ADVANCE \d4
 X
	ADVANCE \d4


	ADVANCE \d4 7.
	ADVANCE \d4Water from unapproved source, of doubtful quality or where amebiasis or infectious hepatitis is endemic, is halogenated to at least 2.0 ppm (FAC/TBR)?
	ADVANCE \d4      

 X
	ADVANCE \d4

	ADVANCE \d4 8. 
	ADVANCE \d4Water sanitation bill up to date and conspicuously posted? Ref (a) 6-55.1
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4 9. 
	ADVANCE \d4SUBS:  Is each bottle of HTH inspected monthly for leakage or expiration dates?
	ADVANCE \d4   N/A
	ADVANCE \d4

	ADVANCE \d4C.
	ADVANCE \d4EQUIPMENT MAINTENANCE AND STORAGE
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4 1.
	ADVANCE \d4BROMINATORS:
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Has warning plate installed next to it?

  Ref (c) 533-3.4.7, Figure 533-3-2 
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Has appropriate operating instructions conspicuously  

  posted?  (Equipment tech manual system data sheet)
	 X
	ADVANCE \d4
 

	ADVANCE \d4  c.  
	ADVANCE \d4  Has 4 foot hose with quick opening valve and vacuum         Breaker nearby?  Ref (c) 533-3.4.6
	ADVANCE \d4  

   
	 XADVANCE \d4
 

	ADVANCE \d4 2.
	ADVANCE \d4BROMINE CARTRIDGES: 
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Stored in dry, clean, well-ventilated storeroom? 

  Ref (c) 533-3.4.4
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Stowage locker has proper warning plate?

  Ref (c) 533-3.4.5, Figure 533-3-1
	ADVANCE \d4
 X
	ADVANCE \d4
 

	ADVANCE \d4 3.
	ADVANCE \d4CALCIUM HYPOCHLORITE:  Ref (d) C2307
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Only 6 oz bottles in stock?  (LHA ships may carry 3 ¾ 

  pound bottles for use with MSD system)
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Ready use lockers contains no more than a 3 day supply?
	ADVANCE \d4 
	 XADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  HTH storage is in metal locker (first aid box) with        three ¼" holes drilled in bottom? 
	ADVANCE \d4
 
	ADVANCE \d4 X

 

	ADVANCE \d4  d.
	ADVANCE \d4  Locker is painted gray with labeling in 1" red letters     on a white background stating  "WARNING, HAZARDOUS         MATERIAL, CALCIUM HYPOCHLORITE, CAUTION NO MORE THAN 48    6-OUNCE BOTTLES SHALL BE STOWED IN THIS LOCKER "           Ref (e) 671b
	 X

 
	ADVANCE \d4 

	ADVANCE \d4  e.
	ADVANCE \d4  Calcium hypochlorite is not stored in machinery space, 

  flammable liquids storeroom, berthing space or oil/water

  test laboratory?
	ADVANCE \d4
 X
	ADVANCE \d4

	ADVANCE \d4  f.
	ADVANCE \d4  Locker is located at least 5' from heat source, not        adjacent to magazines?
	ADVANCE \d4 

 X
	ADVANCE \d4

	ADVANCE \d4  g.
	ADVANCE \d4  No more than 48 6-ounce bottles (36 3 ¾ pound bottles)

  are stored in each locker or bin?
	ADVANCE \d4 X  
	ADVANCE \d4
 

	ADVANCE \d4  h.
	ADVANCE \d4  Calcium hypochlorite solution is properly mixed with 

  HTH added to WARM water?  (1 tsp. HTH in 5 gal yields      200 ppm)
	ADVANCE \d4       

 X
	ADVANCE \d4

	ADVANCE \d4  i.
	ADVANCE \d4  SUBS: Calcium hypochlorite is stowed in a Medical   

  Instrument and Supply Set Case (NSN 6546-00-131-6992)

  Ref (c) 670-5.5.3.3
	ADVANCE \d4    N/A
	ADVANCE \d4

	ADVANCE \d4 4.
	ADVANCE \d4POTABLE WATER SOUNDING TUBES:
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Equipped with screw caps?  Ref (c) 533-2.3.6
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Screw caps have keeper chains attaching them to            sounding tubes?
	ADVANCE \d4     N/A
	ADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  Have padlocks securing caps?
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  Identified with label plate?
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Caps color coded dark blue (#15044)?
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  f.
	ADVANCE \d4  On ships with a Collective Protection System (CPS) a       warning placard is present in the vicinity of the          sounding tube stating: "WARNING: DO NOT TAKE SOUNDINGS     IN A CBR ENVIRONMENT".  Ref (e) 506c
	ADVANCE \d4
ADVANCE \d4
ADVANCE \d4 N/A
	ADVANCE \d4
ADVANCE \d4
ADVANCE \d4 

	ADVANCE \d4  g.
	ADVANCE \d4  If sounding tubes are not provided, have provisions  

  been made to introduce HTH into tank when batch or         superchlorination is required?  (wye installed in air      vent)   Ref (e) 532b1
	ADVANCE \d4
ADVANCE \d4
ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  h.
	ADVANCE \d4  Sounding rods when not in actual use stored inside         tubes?  Ref (a) 6-14.1
	ADVANCE \d4   

 N/A
	ADVANCE \d4

	ADVANCE \d4  i.
	ADVANCE \d4  SOUNDING TAPES:
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  (1)
	ADVANCE \d4    Disinfected before use?  Ref (a) 6-14.1  
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  (2)
	ADVANCE \d4    Used for potable water only?  Ref (a) 6-8.3
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  (3)
	ADVANCE \d4    Handles color coded dark blue?  Ref (a) 6-19.1
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4  (4)
	ADVANCE \d4    Labeled "Potable Water Only"? Ref (a) 6-19.1
	ADVANCE \d4 N/A
	ADVANCE \d4

	ADVANCE \d4 5.
	ADVANCE \d4POTABLE WATER TANK VENTS/AIR ESCAPES
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Are personnel familiar with location of potable water      tank vents/air escapes? 
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Potable water tank vents terminate within the ship but     not in medical, food service or sanitary spaces?

  Ref (e) 506b
	ADVANCE \d4    

 X
	ADVANCE \d4


	ADVANCE \d4 c.
	ADVANCE \d4  Do potable water tank air vents have 18 mesh copper      

  bronze insect screen installed?  Ref (e) 506b
	ADVANCE \d4
	ADVANCE \d4


	ADVANCE \d4  (1)
	ADVANCE \d4    Ship service tanks?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  (2)
	ADVANCE \d4    Emergency potable water tanks?
	ADVANCE \d4 X  
	ADVANCE \d4 

	ADVANCE \d4  d.
	ADVANCE \d4  Are potable water tank vents properly identified?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4 6.
	ADVANCE \d4POTABLE WATER HOSES:
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	  Potable water hoses disinfected with solution not less 

  than 100 ppm FAC for at least 2 minutes?  Ref (a) 6-23
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Labeled "Potable Water Only" at 10 ft. intervals?

  Ref (a) 6-19; Ref (c) 533-2.1.3
	ADVANCE \d4 X

   
	ADVANCE \d4   

	ADVANCE \d4  c.
	ADVANCE \d4  End couplings color coded dark blue?  Ref (a) 6-19
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  In good condition?  Ref (c) 533-2.1.3
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Examined routinely and removed from service when cracks    develop in lining?  Ref (a) 6-8; Ref (c) 533-2.1.3
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  f.
	ADVANCE \d4  Stored with ends capped or coupled together?

  Ref (c) 533-2.1.3
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  g.
	ADVANCE \d4  Not used for any other purpose?

  Ref (a) 6-8; Ref (c) 533-2.1.3
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  h.
	ADVANCE \d4  SUBS:  Use of blue colored hoses?  Ref (b), CH 6
	ADVANCE \d4N/A
	ADVANCE \d4

	ADVANCE \d4 7.
	ADVANCE \d4POTABLE WATER HOSE LOCKERS:  Ref (a) 6-20;

                             Ref (c) 533-2.1.3
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Located at least 18" off the deck?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  b.
	ADVANCE \d4  Hose disinfection instructions posted in conspicuous 

  location in the hose storage area?
	ADVANCE \d4 X

  
	ADVANCE \d4   

	ADVANCE \d4  c.
	ADVANCE \d4  Padlocked?
	ADVANCE \d4 X
	ADVANCE \d4  

	ADVANCE \d4  d.
	ADVANCE \d4  Vermin proof?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  e.
	ADVANCE \d4  Labeled "Potable Water Hose"?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4 8.
	ADVANCE \d4POTABLE WATER RECEIVING CONNECTIONS:  Ref (a) 6-8                                                Ref (c) 533-2.1.2
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Are at least 18" off the deck?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  b. 
	ADVANCE \d4  Are not cross connected with any non-potable waterline 

  or system?
	ADVANCE \d4     X
	ADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  Are turned down to protect against contamination?
	ADVANCE \d4 X
	ADVANCE \d4


	ADVANCE \d4  d.
	ADVANCE \d4  Conspicuously designated by warning plate "POTABLE     

  WATER ONLY"?
	ADVANCE \d4     
	ADVANCE \d4 X


	ADVANCE \d4  e.
	ADVANCE \d4  When not in use, closed with screw cap?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  f. 
	ADVANCE \d4  Cap has keeper chain attaching it to riser?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4 9.
	ADVANCE \d4CROSS CONNECTIONS:  Ref (e) 532b1
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Are potable water connections to the following  

  equipment provided with either an air gap of at least 2    supply pipe diameters or an atmospheric vacuum breaker     (NSN 4820-01-019-8967 for ½" NPS)installed at least 6    

  inches above the maximum potential fill level?  If a       valve is present downstream from the vacuum breaker, a     continuous pressure backflow preventer with internal     

  relief at atmosphere (NSN 4820-00-422-9494 for ½" NPS)   

  must be used.  Ref (c) 533-2.3.5.3
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  (1)
	ADVANCE \d4    X-ray and photo developing equipment and associated 

    chemical mixing tanks?
	ADVANCE \d4
 X
	ADVANCE \d4    

	ADVANCE \d4  (2)
	ADVANCE \d4    Laundry washing machines?
	ADVANCE \d4 
	XADVANCE \d4

	ADVANCE \d4  (3)
	ADVANCE \d4    Diesel engine cooling jackets?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  (4)
	ADVANCE \d4    Ameroyal feed tanks?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  (5)
	ADVANCE \d4    Garbage disposals?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  (6)
	ADVANCE \d4    Gaylord hood automatic washdown system?  (Vacuum  

    breaker installed upstream from detergent injector)        Ref (e) 532b3
	ADVANCE \d4     X  
	ADVANCE \d4      

	ADVANCE \d4  (7)
	ADVANCE \d4    Steam tables, steam kettles, potato peelers, sinks  

    and other food service equipment?
	ADVANCE \d4     X
	ADVANCE \d4    

	ADVANCE \d4  (8)
	ADVANCE \d4    Bridge/Helicopter control tower window washer tanks?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  (9)
	ADVANCE \d4    Other equipment containing non-potable liquids?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  b.
	ADVANCE \d4  Is a reduced pressure backflow preventer provided  

  wherever a permanent or hose connection is made to         equipment or a system that could subject the potable       water system to a positive pressure, no matter how         small?  Ref (e) 506b1
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  (1)
	ADVANCE \d4    Chill water expansion tank?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  (2)
	ADVANCE \d4    SOMAT® pulping unit?
	ADVANCE \d4 X 
	ADVANCE \d4 

	ADVANCE \d4  (3)
	ADVANCE \d4    Lube oil/fuel oil purifiers?
	ADVANCE \d4 X
	ADVANCE \d4


	ADVANCE \d4  (4)
	ADVANCE \d4    Other systems?
	ADVANCE \d4 X
	ADVANCE \d4

	

	  c.
	ADVANCE \d4  Are all sink and space faucets with standard ¾"

  hose thread equipped with a hose connection vacuum         breaker (NSN 4820-00-164-3377)?  Ref (c) 533-2.3.5.1
	ADVANCE \d4 X

 
	ADVANCE \d4    

	ADVANCE \d4  d.
	ADVANCE \d4  Are laboratory and shop sinks with nonstandard hose 

  connections equipped with an integral vacuum breaker?

  Ref (c) 533-2.3.5.2
	ADVANCE \d4      N/A
	ADVANCE \d4

	ADVANCE \d4  e. 
	  Where a hose connection, other than sink, lavatory and  

  space faucets, is specified in the potable water system,

  does the connection have a stop check valve, a vacuum

  breaker, and a hose adapter (with cap and chain)in that

  order from upstream to downstream?   Ref (e) 532b1
	ADVANCE \d4 

 
	ADVANCE \d4
ADVANCE \d4 X

ADVANCE \d4     

	ADVANCE \d4  f.
	ADVANCE \d4  Is a label plate having the following wording in one  

  inch high red letters installed in a conspicuous           location near each hose connection to the potable water    system:  "CAUTION DISCONNECT HOSE WHEN NOT IN USE"?        Ref (c) 533-2.3.4; Ref (e) 532b1
	ADVANCE \d4
 X
	ADVANCE \d4
ADVANCE \d4
ADVANCE \d4    

	ADVANCE \d4  g.
	ADVANCE \d4  Are hose connections to the potable water system   

  disconnected when not in use?  Ref (c) 533-2.3.4
	ADVANCE \d4  

 X  
	ADVANCE \d4    

	ADVANCE \d4  h.
	ADVANCE \d4  Are two check valves installed in the potable water    

  supply to carbonated beverage dispensers with no        

  copper, brass or bronze pipe, valves or fittings           downstream of the check valves?  Ref (e) 532b1
	ADVANCE \d4
         X
	ADVANCE \d4

	ADVANCE \d4 10.
	ADVANCE \d4BATTLE DRESSING STATION WATER TANKS:  Ref (a) 6-32.2                         # of Tanks    1     
	ADVANCE \d4
	ADVANCE \d4

	ADVANCE \d4  a.
	ADVANCE \d4  Bacterial analysis done after filling and monthly?
	ADVANCE \d4 X
	ADVANCE \d4 

	ADVANCE \d4  b.
	ADVANCE \d4  Drained and refilled with potable water having a trace 

  halogen residual quarterly?
	 X
	ADVANCE \d4

	ADVANCE \d4  c.
	ADVANCE \d4  Opened and inspected every 3 years?
	ADVANCE \d4 X
	ADVANCE \d4

	ADVANCE \d4  d.
	ADVANCE \d4  Each tank has an instruction plate inscribed:  "BATTLE  

  DRESSING STATION GRAVITY TANK IS TO BE FLUSHED AND         REPLENISHED WITH POTABLE WATER EVERY (3) THREE MONTHS"?    Ref (e) 532b1
	ADVANCE \d4    

     X
	ADVANCE \d4



OBSERVATIONS 
NOTE: ONLY THOSE ITEMS MARKED ABOVE WHICH REQUIRE FURTHER 

C.1.c.  Brominators did not have a 4 foot hose with a quick opening valve and vacuum breaker.

C.3.b.  All of the calcium hypochlorite in the ready use locker was expired.

C.3.c.  The calcium hypochlorite locker did not have three ¼” holes drilled in the bottom.

8.d.  The potable water receiving connection were not labeled.

9.a.2.  Self-service washing machines on the 01, 02 and 03 level crew laundry did not have backflow preventors.  The CPO and Officer self-service laundries did not have backflow preventors on the hot water supply spigots.

9.e.  The hose spigot in the garbage room did not have a backflow preventor.

OBSERVATION


NOTE:  ONLY THOSE ITEMS MARKED ABOVE WHICH REQUIRE FURTHER


EXPLANATION ARE DISCUSSED BELOW.
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