DOEHRS-HC AUDIOMETER PURCHASE INFO

Source:  Benson Medical Instruments Company

3001 Hennepin Avenue S., Suite D204

Minneapolis, MN  55408

Phone:  (612) 827-2222    Fax:  (612) 827-2277

Email:  Sales@bensonmedical.com
POC for Military Purchase Price is 
Luke Scheuermann at 612-827-2222 or lscheuermann@bensonmedical.com
SPAWAR Contract # N65236-02-C-6159
* DO NOT PURCHASE ANY NEW MA1000 AUDIOMETERS.  NEW MA1000’S DO NOT WORK PROPERLY WITH THE MILITARY DOEHRS-HC SYSTEM!!

	Part Number
	Description

	CCA-200
	Industrial Audiometer for MS Windows - this is the primary audiometer and is necessary as your base audiometer.  If you only have a 1-man booth, this is the audiometer to order.  Expansion audiometers below may be used in conjunction with the primary audiometer for multi-station audiometric test booths.  Example:  a 6-man booth requires one CCA-200 Primary audiometer and 5 Expansion audiometers.

	CCA-200 EXP
	Expansion Audiometer - used in conjunction with one primary audiometer.  Only one primary audiometer is needed, then Expansion audiometers (as many as needed depending on number of stations in the booth) can be connected to each other through the Primary audiometer.  Expansion audiometers include the six-inch audiometer interconnect cables and set of three patch cables if ordered as expandable rack configuration. Some multi-station users are specifying that the audiometers be booth-mountable (which is the norm for commercial installations).  In that case they ship a booth-mounting plate and a six-foot serial extension cable with the expansion audiometer.
 

	BAS-200
	Bioacoustic Simulator (Bio Joe) - Artificial Ear used for calibration checks.


**  SPECIFY THAT THE AUDIOMETERS YOU PURCHASE WILL BE USED WITH THE DOEHRS-HC SYSTEM.
